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ABSTRACT 

The motion sensors of the vestibular system are studied 
to determine their role in human dynamic space orientation 
and manual vehicle control. The investigation yielded con- 
trol models for the sensors, descriptions of the subsystems 
for eye stabilization, and demonstrations of the effects of 
motion cues on closed loop manual control. 

Experinrents on the abilities of subjects to perceive 
a variety of linear motions provided data on the dynamic 
characteristics of the otoliths, the linear motion  sensor^. 
Angular acceleration threshold measurements supplemented 
knowledge of the semicircmlar canals, the angular motion 
sensors. Mathematical models are presented to describe the 
known control characteristics of the vestibular sensors, 
relating subjective perception of motion to ob3ective motion 
of a vehicle. 

The vestibular system, the neck rotation proprioceptors 
and the vtsual system form part of the control system which 
maintains the eye stationary relative to s target or a 
reference. 
identified through experiments involving head and body rota- 
tions about a vertical axis, 
responae to neck rotation were demonstrated and their 
dynamic2 characteristics described by a lag-lead model. 
eye motions attributable to neck rotations and vestibular 
stimulation obey superposition when both systems are active. 

The contribution of each of them eystems was 

Compensatory eye movements in 

The 

Human operator compensatory tracking is investigated 
in simple vehicle orientation control systems with stable 



and unstable controlled elements, Control of vehicle 
orientatrlon t o  a reference is simulated in three modea: 
visual,  motion and combined. Motion cues sensed by the 
vesrtlbular system and through t a c t i l e  sensation enable 
the operator t o  generate more lead compensation than I n  
fixed base slmulation w i t h  only visual  input, The tpack- 
ing performaace of the hman l a  an unstable aontrol rsyatsla 
near the limits of aont ro l lab i l l ty  is shown t o  depend heavi- 
l y  upon the rate information provided by the vestibular 
sensors. 
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CHAPTER I 

INTRODUCTION 

Daily human a c t i v i t y  includes complex orientation, 

postural control and movement coordination. A l l  ,,these 

tasks depend upon h i s  perception of motion. The vestibular 

system i s  recognized as the prime motion sensing center i n  

the human. Its sensing capabi l i t i es  =e probably most 

compatible with every-day movements of man r e l a t i v e  t o  h i s  

surroundings, However, man-made vehicles have extended 

the operating environment of man, and thereby delegated 

new respons ib i l i t i es  t o  human's sensory system. 

!This thes i s  s tudies  primarily the vestibular sensory 

system. Augmented by t a c t i l e  and visual information, the 

perception of motion by the vestibular sensors is used i n  

man's or ientat ion i n  three-dimensional space. 

control system, all these sensors provide input lnforma- 

t i o n  f o r  the motion control commands of the operator. 

I n  a manual 

Feedback control theory and i ts  methodology are used 

t o  describe the charac te r i s t ics  of the sensors i n  conJunc- 

t i on  with vehicle control. Mathematical models a re  

presented fo r  the dynamic response of the vestibular 

sensors. Analogies between these sensors and electro- 

mechanical instruments designed f o r  similar functions a re  
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drawn. 

representative manual control systems w i t h  and without 

The control a c t i v i t i e s  of the human operator i n  

motion inputs are studied. The charac te r i s t ics  are sum- 

marized by a new nonlinear model as w e l l  as the conven- 

t i ona l  describing functions. 

w i l l  be of value t o  control engineers concerned with the 

performance of manual control loops, The models f o r  the 

vest ibular  sensors demonstrate functional re la t ionships  

whiah can lead t o  fur ther  physiological research. Both 

engineers and physiologists w l l l  gain insight i n to  the 

The resu l tan t  control models 

capabilities Of an important biological system, and i ts  

use by the human i n  tasks of orientat ion control,  

1.1 SCOPE OF THE FESEARCH 

Control of orientat ion depends upon the a b i l i t y  t o  

determine, quantitatively,  changes of or ien ta t ion  with 

respect t o  a given kinematieally defined reference orien- 

tation. As i n  navigation and control, o r ien ta t ion  is 

defined as the a t t i t u d e  and posi t ion of a body-fixed 

coordinate system, measured r e l a t i v e  t o  a given earth- 

fixed frame. 

The feedback loop f o r  any or ien ta t ion  control, auto- 

matic o r  manual, can be represented by the functional 

block diagram i n  Fig, 1,la. >For an electromechanical servo 

system, the functional blocks are  ident i f iable ,  their  

input-output r e l a t ions  a re  measurable, and the whole system 

is  amenable t o  rigorous mathematical evaluation. When the  
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task of or ien ta t ion  control is  given t o  a human operator, 

the systen block diagram is modified t o  that of Fig.l.lb. 

Application of sermanalysis t o  such manual control systems 

has two major goals: 1) mathematical models of each or' 

the "conrponents" (sensors, coupensation, etc.)  may be 

ident i f ied;  2 )  overal l  human operator t ransfer  functions 

may be obtained and applied t o  manual control system 

analysis . 
In  general, or ien ta t ion  control by a human operator 

153 is a multi-input control system as shown in Fig, 1.2. 

Human control oharac te r i s t ics  i n  fixed base simulation, with 

visual input and m a n u a l  output have been studied exteneively 

for a wide var ie ty  of controlled elements, 50389 ,129,148 

The research i n  t h i s  thesis is concerned with another im- 

portant path undertaken through this loop. Sensory infor- 

mation is processed through the mechanism of the vest ibular  

system, supplemented by tactile sensation and visual  re fer -  

ence, A t  the motor end, the operator uses manual control. 

The central  nervous system(CNS) is the control ler  for the 

control system. Time variant oharaoter is t ics  of the opera- 

t o r ,  such 8.8 adaptation and learning are not included i n  

this study. 

control problen is given i n  Fig. 1.3. 

This subsystem of the general o r ien ta t ion  

The pat te rn  

would be used i n  

of research follows the techniques that 

analysis of a comparable automatic control 

'53 Superscripts refer t o  numbered Items i n  the Bibliography. 
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system, The dynamic charac te r i s t ics  of the vestibular 

system are  studied f o r  t h e i r  inherent i n t e r e s t  and also as 

a "component" of the operator. Compensating eye movements 

i n  the  presence of head and body motions a re  discussed from 

a space s t ab i l i za t ion  point of view, The capabi l i t i es  of 

the human operator are reviewed on the basis of  the in- 

formation he receives from h i s  various sensors. Manual 

control of orientatlon,when the vehicle is driven In 

modes of motion specif ic  t o  a given sensor o r  combination 

of sensors, I s  analyzed i n  terms of operator describing 

functions. Finally, the compensation capabi l i t i es  of the 

human operator i n  controll ing the or ientat ion of 'an unstable 

system are investigated i n  pure visual,  pure v e s t i b u h r ,  and 

combined modes, Results are presented i n  terms of an on-off 

model f o r  the operator and analyzed i n  the phase plane. 

I 

1.2 APPLICATION OF THE RESEARCH 

1*2,1 Physiolom and Biology 

SubJective or ientat ion is  a r e s u l t  of the processing 

of numerous inputs coming from separate sensors, 

siology, motion I s  sensed by receptors informing the brain 

In phy- 

about localized sensations; In  feedback theory t h i s  is  con- 

sidered as a system with multiple sensors feeding a con- 

troller,  The goal of the research i n  the two fields a??-e 

complementary. The control engineer is interested i n  the 

overa l l  performance of  the sensors, t he  physiologiat i n  

the description of the associated body mechanims. 



Engineering characteristics of the vestibular system, the 

neck proprioceptors or the body pressure receptors des- 

cribed in terms of a model, do not guarantee a physiological 

correspondence. 

sors' response in a compact mathematical notation and is 

easy to simulate and analyze, There is no reason to ex- 

pect that a lag-lead network corresponds to the actual 

biological mechanism. 

The mathematical model describes the sen- 

-_ .+ 

However, the underlying physiologi- 

cal processes associated with a model could'be investigated, 

The physiologist, guided by the functional relationship of 

the mathematical model, could postulate and search for the 

physiological counterparts of the engineering analog. 

1 .T,2 Aerospace Medicine and Psychology 
I 

Is the human fit to accomplish space missions? Is a 

given individual conditioned to the expected motion para- 

meters of the mission? 

tance in this era of rapid technological achlevements, 

common denominator of this medical and psychological 

These questions are of great ispar- 

The 

interest and responsibility is the ability of the human to 

judge his spatial orientation, 

Spatial disorientation or vertigo may be arucial for 

survival and successful completion of a mission, Poor 

motor coordination and prolonged reaction time are mani- 

festations of inability to'deal effectively with the envi- 

ronment. 

are equally serious. 

The psychological symptoms accompanying vertigo 
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The mathematical model of the vestibular system is 

basic f o r  evaluating the  expected subjective or ientat ion 

of the  humane 

f i l e  may be applied t o  the vestibular system model t o  pre- 

d i c t  po ten t ia l  d i f f i cu l t i e s .  On the basis of the vestibu- 

lar  model, a medical c r i t e r ion  for personnel select ion may 

be developed along w i t h  a m i n i m u m  standard f o r  medical 

f i t n e s s  of flying personnel. 

Expected vehicle motions from a mission pro- 

The psychological t ra ining of the human should not be 

underestimated. P i lo t s  have been trained t o  f l y  by instru-  

ments and t o  ignore conscious sensations of body orienta- 

tion. 

ce r t a in  vest ibular  o r  vAsual information. 

I c e  skaters and ballet dancers learn  t o  suppress 

Appropriate 

psychological conditioning must consider the environment 
L- 

where the human w i l l  be functioning. This environment 

Imposes dynamic conditions which the operator compares t o  

a set of previous experiences. The observations o r  i l l u -  

sions which arise under these conditions are a function of 

h i s  previous exposure t o  similar input accelerations. The 

mathematical model of the vest ibular  system is val id  for 

the normal environmental conditions f o r  man on earth. 

Training for  operation i n  different  environments should be 

considered as modifications w i t h  respect t o  t h i s  bu i l t - in  

reference" a 
rt 

1.2.3 Control Eng i n e e r i w  and Human Eng ineerinq 

The control engineer attempts t o  associate a mathe- 

matical description with each physical element of a control 
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system. 

input variable t o  the component and i ts  output regardless 

of the type of physical parameters involved (aoceleration, 

current, torque, etc.). 

developed f o r  ident i f ica t ion  of these input-output t ransfer  

functions. Sirrlilarly, methods of analysis are available t o  

evaluate the s t ab i l i t y  a d  performance of a control system 

OA the basis of the  character is t ics  of its individual com- 

This description represents a r e l a t ion  between the 

A body of tes t  methods has been 

ponents. 

system, the control engineer can analyze a whole se r i e s  of 

sy~tms, seleot conponents n i th  character is t ics  meeting 

h i s  c r i t e r i a  and make dertlgn decisions on the basis of 

mathmatical  analysis. 

I n  a preliminary design of an automati0 control 

The hman has sensors, @an a o t  as a m n t r o l l e r  and 

can compensate, and has the strength t o  exeoute oontrol 

decis-ions. 

u t i l i zed  i n  a control system. However, the  -lysis of 

manual control systems, even in the preliminary design 

stage, I s  st i l l  generally done by airnulation. This approaoh 

is necessary, since o w  curPent knowledge of the  engineering 

character is t ics  of m a n  is quite  limited. 

cer ta in ly  a necessity i n  the final design stages of manned 

systems. However, a degree of f l e x i b i l i t y  i n  design of 

manned systems*uomparable t o  that found In automatic 

system design may be achieved with the  formulation of 

models which adequately represent control charac te r i s t ics  

of the human. 

Each o r  a l l  of these human capabilities can be 

Simulation is 



The experimental 

11 

data presented i n  t h i s  thesis is 

summarized i n  simple mathematical models of the vestibu- 

l a r  motion sensors, a model of the eye control system i n  

the presence of ro ta t iona l  motion, and describing flxnctions 

for the human operator In  manual control systems w i t h  

motion Inputs. 

This research work represents a further step i n  the  

description of overal l  human control charac te r i s t ics  and 

those of h i s  aensors. As such, it can be used t o  e s t h a t e  

the ab i l i t y  of t he  human t o  obtain or ien ta t ion  information 

w i t h  his various sensors and subsequently t o  u t i l i z e  I t  f o r  

vehicle or ientat ion control. - 
Human engineering is  concerned with t he  accomodatlon 

of the human operator i n  an environment which w i l l  allow 

him t o  perform h is  task most e f f ic ien t ly .  

o f  t h i s  research concern the e f f ec t s  of head motion on 

the humants a b i l i t y  t o  fixate an instrument o r  t o  perceive 

vehicle motion. The models of the vestibular sensors and 

the eye movement control system can be used as guides for 

vehicle i n t e r i o r  design, appropriate t o  the control tasks 

assigned t o  the human operator. 

Relevant par t s  
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CHAPTER I1 

THE VESTIBULAR SYSTEN 

The non-auditory section of the human inner ear is 

the recognized center of motion sensors. This ceiter, the 

vestibular system, is one of the sensory systems which pro- 

vides information of body orientation and balance. , Since 

the ability of the human to orient himself and preserve 

equilibrium with the surrounding environment is a basic 

prerequisite for normal existence, a sizable research liter- 

ature is devoted to the various aspects associated with the 

function of the vestibular system, The medical researchers 

study the balance mechanisms of mammalians and attempt to 

correlate their findings with the role and the finction of 

the vestibular system in humans. The dynamic characteris- 

tics of the vestibular sensors and pertinent data on thresh- 

olds of perceptions of rsotl.on with corresponding response 

times is another field of concentrated research effort. 

The present chapter will review the background mater- 

ial on the vestibular system. Chapter I11 will analyze the 

semicircular canals, the human angular accelerometers, with 

their characteristics as determined by previous work and from 

experiments by the author. !The otoliths, the linear motion 



sensor o f  the vestibular system, is  the subject of Chapter IV, 

where experimental r e s u l t s  obtained here along with a c r i -  

t i c a l  examination of the o t o l i t h  sensing capabi l i t i es  are 

summarized i n  a mathematical model. These three chapters 

present t h e  physiological and the en4ineering description 

of the human motion sensors as known a t  the present time, 

2 . 1  PHYSIOLOGY AND ANATOMY763 77, 

The inner ear i s  divided in to  two parts:  1) the  

cochlea serving auditory function, and 2)  a non-auditory 

portion, the vestibular system. This structure,  a l so  ca l l -  

ed the labyrinth, lodges the sensors assooiated w i t h  main- 

tenance of balance and or ientat ion i n  three-dimensional 

space, 

the membranous labyrinth. 

tunnelled i n  the temporal bone of the skul l .  Its struc- 

ture forms three ducts, the  semicircular canals, and the 

vestibule. This elaborate canal system contains i n  i t s  

cav i t i e s  the membranous labyrinth suspended i n  perilymph. 

The suspension system of the  membranous labyrinth does not 

a l low it t o  move r e l a t i v e  t o  the skull, Thus the accelera- 

t ions  act ing on the membranous labyrinth are those applied 

t o  the head. The bony semicircular canals lodge the three 

semicircular canals, while the vestibule contains the 

u t r i c l e  and the saccule (Fig .  2,1).7 

One distinguishes between the bony labyrinth and 

The bony labyrinth is  a cavity 

The membranous laby- 

r i n t h  contains f l u i d  cal led endolymph. 
I 
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The u t r i c l e  is  the large, oblong sac occupying the 

vestibule. Its lower p a r t  forms a pouch where it  thickens 

over an area of  about 6 m  

the  macula, The o to l i t h ,  a gelatinous substance with cal- 

2 (2mn x m), and i s  known as 

cium carbonate grains i n  it, and of specif ic  density of 

around 2.95, i s  supported over the macula by strands allow- 

ing a limited s l i d i n g  t r ave l  of aboutCLlmm. The macula i s  

the receptor end of t h i s  o t o l i t h i c  organ, providing the 

bed f o r  the u t r i cu la r  branch of the vestibular nerve, It 

also has sensory hairs imbedded i n  it, which a t  their 

other end penetrate the o to l i t h ,  Fig. 2.2 i s  a cross sec- 

t i o n  of the u t r i c l e  showing the macula and the o t o l i t h  

together with t h e i r  supporting and sensory cells.77 Note 

that  the  macula and o t o l i t h  are  not exactly planar; a 

small portion of the sensor makes an angle of 120' with 

the  mean plane of the macula. Nevertheless, the plane 

associated with t he  u t r i c l e  i s  a plane which, f o r  an erec t  

head, l a  elevated between 26' to 30' above the horizontal 

plane. The two u t r i c l e s  (one -om each inner ear) m e  lo -  

cated i n  the  same plane. 

The u t r i c l e  i s  a multi-dimensional l i nea r  accelero- 

meter wi th  the o t o l i t h  being the moving mass. 

associated w i t h  the  sensor, i s  relevant i n  determining the 

The plane, 

' input accelerations t o  it, 

The saccule i s  an organ with histological. s t ructure  

ident ica l  t o  that  of the u t r i c l e ,  

lar  macula i s  perpendicular t o  that  of the u t r i c l e .  

The plane of the ~ a c c u -  
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s. c. N. L sp. c. 
Fig. 2.2 Schematic Drawing of a Cross Section of an Otolith and its Macula. 

0. is the Otolith, Suspended by Strands which Run from the 
Margins to the Macula, Consisting of Supporting Cells (Sp.c) 
and Sensory Cells S. C. Between the Otolith and the Macula 
There i s  aThin Layer (L) to A l low the Otolith t o  Slide Over 
the Macula. N. is  the Nerve (Ref. 77) 

C 
/ 

Fig. 2.3 Schematic Drawing of a Cross Section Through an Ampulla and 
Crista. A.R., Ampulla Roof. C.R., Crista, Consisting of S. C, 
(Sensory Cells 1, Supporting Cel Is and N. (Nerve Fibres). Between 
Cupula and Crista There i s  t h e  I. S. I? ( lntercupular Space) 
U., Utricule (Ref .  77) 



The three semicircular canals a r e  above and behind the 

vestibule. Their s t ruc ture  i s  planar, lying i n  planes 

which a re  roughly orthogonal t o  each other. The horizontal  

( l a t e r a l )  canal is  i n  a 

from the horizontal plane. The other two canals, the pos- 

plane elevated about 25' t o  30' 

t e r i o r  and the superior ver t ica l ,  a re  i n  approximately 

v e r t i c a l  planes (see Fig. 2.1). Note t h a t  the horizontal  

canals of  the two ears  l i e  i n  the same plane, while the 

superior canal of the  l e f t  ear is coplanar wi th  the pos- 

t e r i o r  one of the r i g h t  ear  and vice versa. 

The three semicircular canals have very nearly the 

same s t ructure  and dimensions. Each canal starts a t  the 

u t r i c l e ,  forms approximately 2/3 of a c i r c l e  with outer 

diameter of 4 t o  6m, d i l a t e s  a t  the  ampulla, contracts 

again and terminates a t  the other end of the  u t r i c l e .  The 

canals have f ive  o r i f i c e s  t o  the u t r i cu la r  sac, since the 

poster ior  and the superior canals have a common duct along 

the intersect ion l ine  of the i r  planes. The ampulla I s  

nearly sealed by the ampullary c r i s t a  and the cupula. The 

c r i s t a  contains supporting hairs and sensory c e l l s  which 

project  i n to  the cupula, a dome-1ike.gelatinous mass (Fig. 

2.3)77 The cupula i s  of equal denbity t o  the endolymph which 

f i l l s  the narrow (0.- i n  diameter) semicircular canals. 

I n  contrast  t o  the struoture of the u t r i c l e  and the saccule, 

there  i s  no interspace between the c r i s t a  and the  cupula, 

although s l id ing  movement of the cupula i s  feasible .  
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The semicircular canals are heavily damped, angular 

accelerometers. 

planes provides a way to sense components of angular accel- 

eration along three axes which are amenable to easy vec- 

torial manipulation. 

Their arrangement in three perpendicular 

The vestibular nerve sends a branch to each crista 

of the canals and the utricular macula, while two branches 

are imbedded in the saccule. The transmission of infor- 

mation from the vestibular sensors to the central nervous 

system is by frequency modulation. 

sensors show nerve action potentials of about 8 to 10 
pulses per second. For the semicircular canals, the firing 

rate will increase or decrease according to the direction 

When unstimulated, the 

of the input angular acceleration and in proportion to its 

strength. 

cular macula but without clear directional response. 

Similar responses may be recorded for the utri- 

The physiology and topology of the labyrinth throw 

some light upon its sensory characteristics. The fact that 

the semicircular canals have their mean planes very nearly 

perpendicular allows three dimensional sensing of angular 

accelerations. Since the canals open into the utricle, 

Interaction between canals is plausible by virtue of endo- 

lymph flow. Moreover, the posterior and the superior can- 

als share a common duct. Thus they are stimulated to a 

different degree, perhaps, but simultaneously. The dynamic 

characteristics of the canals depend upon the specific 

density of the cupula and the endolymph, and would alter 



if the cupula does not seal the ampulla while deflected. 

To summarize, the anatomy of the labyrinth displays 

two d i f fe ren t  groups of sensors. Their s t ructure  i s  dis-  

t i n c t l y  different ,  as a re  t h e i r  sensory functions, 

2.2 ORIENTATION-REPEFENCE COOKDINATES 

The location and the  mean planes of the vestibular 

sensors, as w e l l  as t h e i r  a t t i t ude  i n  the head i s  known, 

Thus the  geometric coordinates of the vestibular system 

are unique i n  any given head axis system. Since there i s  

no r e l a t i v e  motion between the head and thelabyrinth sen- 

sors ,  head movements can be referred t o  as inputs of the 

vestibular system. Consequently, a head fixed, axes frame, 

which considers the symrnetry of the labyrinths, i s  a con- 

venient coordinate system t o  define i n  it the accelera- 

t i ons  acting on the skull, 

Two perpendicular planes a re  defined f o r  the head, 

the f ron ta l  plane and the sagit tal  plane. The la t te r  d i  

m e s  the head into two symmetrical halves and contains the 

sagittal 

The intersect ion of the  f ron ta l  and the sagittal planes 

form the v e r t i c a l  ax is  such that it runs colinear t o  the 

gravi ty  vector. 

t e m  i s  located between. the  labyrinths, the sagittal axis, 

f o r  an erect  head, w i l l  run horizontal, and the ve r t i ca l  

axis is  along the  neck (Fig .  2.4), 

completes the right handed coordinate system. Note that 

( fore  and a f t )  axis  and the ve r t i ca l  Yh axis .  

If the or ig in  of the head coordinate sys- 

The l a t e r a l  axis,  zh, 
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Fig. 2.4 The Head Planes and the Head Axis System 



the frame defined here is re la ted  t o  the functional planes 

of t he  sensors by a single transformation through an align- 

ment matrix [ s]. 
Orientation of the body is  defined w i t h  respect t o  a 

given system of coordinates - the  reference system, Dyna- 

mic or ien ta t ion  i s  then the  ab i l i t y  t o  determine the rela- 

t i v e  motion between the head axea system and the reference 

coordinates. The natural  select ion of the reference frame 

(Xe, Ye, Ze) i s  t o  have it coincide w i t h  the head axes f o r  

normal unaccelerated body pos.ture. These earth-fixed axes 

do not rotate o r  t rans la te .  

The issue of normal posture r e f e r s  t o  the r e l a t i v e  

posi t ion of the head w i t h  respect t o  the trunk. Absence 

of bending o r  tors ion of the neck is  a normal configura- 

t i o n  of head and body interconnection. I n  t h i s  context, 

suspension of  the body upside-down, with the  head free,  i s  

s t i l l  an acceptable posture, 

2.3 CONTROL VARIABLES 

The vest ibular  sensors a re  sens i t ive  t o  accelerations, 

thus the input variable t o  the vestibular system i s  a vec- 

t o r  having direct ion and magnitude. 

however, i s  not a vector i n  the s t r i c t  sense. Information 

from the semicircular canals and the o t o l i t h s  is sent t o  

the cent ra l  nervous system and thereaf te r  an awareness of 

the  sensation of motion is  perceived. This perceived out- 

put variable preserves the indication of d i rec t ion  l i k e  a 

The output quantity, 
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vector. However, sense of magnitude i s  applicable only on 

a comparative basis, where motions are faster o r  slower 

without an absolute scale,  It is unusual t o  assign a per- 

ceived variable as an output of  a control system, particu- 

l a r l y  when it only resembles the input. 

perceived or ientat ion is the most important sensation the  

human experiences i n  response t o  an input acceleration and 

w i l l  be considered here as the output of the vestibular 

system. 

a c t i v i t y  of the vestibular sensors, the most known ones be- 

ing observations of compensatory eye movements, However, 

those are derived variables with some t ransfer  character- 

i s t i c s  re la ted  t o  the output of the Vestibular sensors. 

Hevertheless, 

There are a l so  some objective measurements of 

In  conclusion, the vestibular system should be exam- 

ined as a sensory complex of accelerometers w i t h  c e r t a in  

d p i c  charac te r i s t ics  which establish the input-output 

r e l a t ions  between accelerations applied i n  the head axes 

frame and perceived or ientat ion as indicated by the human. 

I 

2.4 IDENTIFICATION PROCESSES 

In  humans, ident i f ica t ion  of sensing capabi l i t i es  of 

the  vestibular system i s  associated closely with experi- 

ments of psychophyslcal nature, Valid2ty and usefulness ! 

of  experimental work of t h i s  kind depends on the correla- 

t i o n  one can draw between the preciae, and usually well 

defined, input conditlons and the  human response. 
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Control engineering theory o f f e r s  a number of ident i -  

f i ca t ion  techniques where only yes and no types of responses 

w i l l  suffice.  For a s tep o r  an impulse input, indication 

of onset of perception o r  termination of it contains the 

pertinent data on the charac te r i s t ics  of the sensor. Stan- 

dard frequency response f o r  a l i nea r  system required only 

phase lag o r  lead data t o  ident i fy  the time constants of 

the  system, 

Stimulation of the vestibular system i s  a source of 

various i l l u s ions  which the human in t e rp re t s  as a subjec- 

tive or ientat ion,  For ident i f ica t ion  purposes, these i l l u -  

sions are an excellent t oo l  t o  obtain the time course of 

a sensation o r  a steady s t a t e  value (gain and sens i t i v i ty )  

o f  a t ransfer  function. The objective measurements of 

vest ibular  ac t iv i ty ,  such as measurement of eye movements, 

i s  probably the most effect ive and r e l i a b l e  method of re- 

sponse ident i f ica t ion ,  As noted before, compensatory eye 

movements indicate stimulation of the semicircular canals, 

However, the r e l a t ion  between these movements and the 
- 

dynamics of the canals has t o  be detemined by comparison 

w i t h  psychophysical experiments, 

Finally, ident i f ica t ion  techniques su i tab le  f o r  manual 

control systems could be applied t o  t he  vest ibular  sensors. 

If the experimental subject (human operator f o r  these con- 

d i t ions)  i s  placed i n  an or ientat ion control loop with the 

function of a sensor and a contrQller assigned t o  him, the 

system response can be analyzed i n  terms of control 



characteristics of equivalent "black boxes". 

corresponding to the human operator w i l l  Indicate the 

intrinsic dynamics of his sensors and the effects of data 

processing by the central nervous system. 

The block 
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CHAPTER 111 

THE SENICIRCULAR CANALS 

The semicircular canals a re  the ro ta t iona l  sensors 

of the vestibular system. When stimulated, they p a r t i c i -  

pate i n  the control of the pos tu ra l  ref lexes  of the body 

and i n i t i a t e  compensatory eye movements i n  order t o  pre- 

serve the  body balance and reference w i t h  respect t o  the  

environment, Consciously, the human is  aware of the rota-  

t ions  h i s  head undergoes. The information on or ientat ion 

the human can obtain from h i s  semicircular canals can be 

analyzed'by control engineering methods and summarized i n  

a mathematical model describing the dynamic characteris- 

t i c s  of the three semicircular canals. 

3.1 INPUT VECTOR AND SENSITIVE AXIS ' 

Rotation of the head has been ident i f ied  as the motion 

which stimulates the semicircular canals. Another observa- 

t i o n  indicates tha t  the canals cease t o  show a c t i v i t y  dur- 

ing  prolonged periods of  ro t a t ion  with constant angular 

velocity. The conclusion i s  that  the semicircular canals 

a r e  sensi t ive t o  angular accelerations, which a re  applied 

about an ax is  normal t o  the plane of the canal, Since there 

a re  three semicircular canals i n  each ear,  input acceleratjions 
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are sensed along three mutually orthogonal axes and probably 

summed vectorially in the central nervous system. 

When the canals are stimulated, the human is consciously 

awqre of 'a rotational motion, a perceived senhation of rota- 

tion, 

tion will depend upon the dynamic behavior of the canals, 

whichcan be simulated by a simple mechanical model. 

Furthermore, the time course of'the perceived sensa- 

3.2 A PHYSICAL MODEL FOR THE SmICIRCULAR CANALS 

The theory of operation of the semicircular canals was 

first set by Steinhausen and I s  based on the concept of a 
heavy damped torsion pendulum f o r  the cupular mechanism. 

In this model, the fluid ring of the canals corresponds to 

154 

the 

ing 
The 

ifng 

moment of inertia of the pendulum and the spring restor- 

torque is provided by the elasticity of the cupula. 

heavy damping is attributed to the viscous torques aris- 

from the flow of the endolymph through the capillary 
- 

canals (Fig. 3.1). 157 This theory is based on the assumption 

that over a certain range of angles the cupula deflect8 
while still sealing the ampulla. The assumption of a pen- 

dulum model indicates that the cupulo-endolymph syatexn Will 

- 

obey a second order linear differential equation first for- 

mulated by van Egmond, Groen and Jongkees. 157 As shown 

in Fig ,  361, the cupula deflection is assumed equal to the 

angle of rotation of the endolymph, 

ximates the canals to a tube with a constant, cross section- 

This assumption appro- 

al area. The angular deviation of the cupula with respect 



Fig. 3.1 Schematic Diagram of the Semicircular 
Canal (Ref. 157) 



t o  the skul l  is given by: 

f6 + B b + X 8  = Ia 

where I = moment of i n e r t i a  of the endolymph, 

B = viscous damping torque, a t  un i t  angular velocity 
- 

(rad/see) of the endolymph with respect t o  the 

skul l ,  

K =: s t i f fness ,  torque per un i t  angular de'flection of 
5 

the cupula, 

8 = angular deviation of the cupula w i t h  respect t o  .. 
the skul l  (rad), 

8 = angular velocity of  the cupula with respect t o  

the skull (rad/sec), 

0 = angular acceleration of  the cupula with respect 

the skull (rad/sec2), and 

a = input angular accdleration along the sensi t ive 

axis of the  c&1 (rad/sec2). 
. 

Equation (3.1) reppesants the time response of the cupula, 

i n  any given semicircular canal, as a Punction of the  input 

stimulation. The response- is seen t o  depend upon two para- 
B K meters: and - I' 

3.3 RWATIOM TBE VERTICAL (Yh) A X I S  

The reference fname of or ien ta t ion  and the-head axe6 

were assumed t o  coincide f o r  a non-moving, e rec t  head (see 

Sec. 2.2). For these i n i t i a l  conditions, ro ta t ion  of the 

head about the earth-fixed ve r t i ca l  axis (Ye) st imulates the 



semicircular canals sens i t ive  t o  accelerations about the Yh 

axis. The tangential  and centr i fhgal  accelerations associa- 

ted  with t h i s  ro ta t ion  are below the threshold of perception 

of the o to l i t h s ,  If angular accelerations a re  appl ied about 

the Ye (and Yh) axis ,  the  parameters of the  canals can be 

determined without interference e f fec ts  from the l inear  

acceleration sens i t ive  o to l i ths .  

The second order charac te r i s t ic  equation for  the 

canals (Eq. 3.1) has two roota, and w2: 
b 

However, since the viscous torque i s  very high compared 
K B t o  the e l a s t i c  one, an assumption has been made that g .=.=- 

yielding two real  roots: 
I '  

- K  
E * -  

Ol B 

The t ransfer  function of the canals, from angular 

accelerat ion about the  head ve r t i ca l  axis (9 ) t o  cupula 

posi t ion (e) is  given by: 
h 

where s = the Laplace transform operator. 



B I The time constants of the cupular modelz  and B a re  

widely separated, thus imposing a cer ta in  d i f f i c u l t y  on t h e i r  

experimental evaluation. Van Epond e t  a l ,  established the 

values of those time constants within 10 t o  20 per cent 

allowance fo r  experimental errors ,  157 Their assumption i s  

that the  perceived sensation of angular velocity i s  re la -  

ted t o  the cupula deflection, According t o  t h i s  assump- 

t ion,  measurements taken on parameters of perceived sensa- 

t i ons  correspond t o  the parameters of the cupular model, 

The duration of  a t rans ien t  response of the cupula t o  

s veloci ty  step, p lo t ted  against the magnitude of t he  step 

input i s  ca l led  by van Egmond "subjective cupulogram', In- 
deed, measurement of duration of perception as reported by 

a subJect is  one reliable method t o  determine the value of 

The core of the  method relies on the  instantaneous stop j€* 
of a platform moving w i t h  constant angular velocity and sub- 

sequently recording the time of sensation reported by the 

subject. 

response of the cupula, i n i t i a l l y  at r e s t  w i l l  be: 

Mathematically, f o r  a step of zo/sec, the time 

Physically, due t o  the angular moment& Imparted t o  the 

endolymph and the viscous torque, the cupula is  deflected 

t o  a cer ta in  m a x i m u m  angle fol lowing which it slowly re- 

t u r n s ' t o  zero under the influence of i t s  own e l a s t i c  torque 

opposed by viscosity,  The rsensation the  subject reports  



during the process, i s  Qf ro ta t ion  i n  the direct ion of 

the input step with slowly decreasing velocity.  In  agree- 

the  return phase of K ment w i t h  the assumption that, g li’ 
the cupula w i l l  exhibit  simple exponential decay: 

- zt 
(3.6) e ( t ) =  I f g e  I B 

- B - B 
since the term e 7’ of equation (3.5) is  e T ~ < <  1, 

The sensation of ro t a t ion  the subject perceived, w i l l  

s t op ,  the moment the cupula reaches a def lect ion emin ( the ta  

minhwn) which corresponds t o  the def lect ion f o r  threshold of 

perception. Then, the approximate time f o r  t h i s  event w i l l  be: 

o r  

I + B  logE( B 
K !  t = l O % T  

min 
(3.8) 

A series of time measurements f o r  angular velocity step 

responses p lo t t ed  on semi-logarithmic scale will yie ld  
the time constant B = 10 sec (see Fig. 3.2). 157 

Besides tes t ing  f o r  t ransient  response, the cupular 

model f o r  the semicircular canals can a l so  be studied i n  

the transformed frequency domain. The incr?easing phase 

s h i f t  of‘ subjective sensation of  angular velocity with 

respect t o  the input acceleration is  an indication r e f l ec t -  

ing the time constants of the model. Consider an input 

sinusoidal ro ta t ion  with frequency wo= the  undamped 
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natural frequency of the cupular model, For this input 

the angular deflection of the supula lags the input accel- 

eration by goo, Thus, the cupula is in phase with the 

input angular velocity, which is zero at the peaks of the 

rotation, At these instances, the subjective feeling will 

be that of rest. Experimenting with a torsion swing, 

van Egmond found that: 

@O = 1.0 rad/sec (3.9) 

With this result, the second time constant, g, I of the cupu- 

l a r  model is evaluated as: 

l K  I - = -- = 0.1 sec 
O B  B Q) 

With the proper values of time constants, the trans- 

fer f'unctlon for the semicircular canals as given in Eq. 

(3.4) corresponds to : 

1 
(10s + l)(O,PS + 1) u= 

"yh (4 
(3.11) 

Eq. (3.11) indicates that the steady state angle of 

the cupula, subjected to stimulation of constant angular 

acceleration is 8 

fied by'using the velocity step response test in conjunction 

with subjective estimation of total angular travel. 

= a , The assumption can be veri- (t=;oo) yh 

When 

van Egmond instructed his subjects to report completion of I 
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full revolutions, the experimenter could determine the 

average subjective velocity for the subject, Indeed, the 

indication confirmed decay with a time constant of 

However, when the velocity was extrapolated to its initial 

value, it agreed absolutely with the applied step of angu- 

B = 10 sea 

c 

lar velocity (see Fig. 3* 3). 157 This finding brings to 

~ 

the modification of the cupular transfer function when asso- 

ciated with subjective perception of angular velocity such 

as: 

Subjective angular velocity (9). - 10 
Qv ( 8 )  - (109+1) {QJs+l j (332) 
"h 

Noee that the parameters of the cupular model and the 

associated transfer function as presented in Eq. (3.12) were 

tested for subjective perception, This I s  in agreement 

with the definition of  a transfer function for the vestibu- 

~ 

l a r  sensors where the output variable is perceived sensa- 

I tion. 

The time constants of the cupular model for input 

accelerations about the vertical head axis, especially the 

long one, can be measured by objective methods based on the 

compensatory eye movements elicited during periods of stimu- 

lation of the canals Chapter V will discuss the relations 

between the semicircular canals and the eye motor system. 

Another identification method, dealing with an illusion of  

vestibular origin is examined in Sec. 3.4, 
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Pure theoret ical  attempts t o  estimate the parameters 

of the semicircular canals a re  based on approxiznating them 

t o  circular  tubes with viscous flow i n  it, 

show a time constant of 

than measured experimental values. 

The r e s u l t s  
B = 27 sec., which is  much higher 

3.3.1 Threshold of Perception 
c 

Studies of human perception of angular acceleration 

indicate  the phenomenon of  threshold, A t  the  threshold, o r  

I +  below it, the existence of a c o n s t a t  input acceleration 

fo r  prolonged time w i l l  not be noticed. Physically, the 

threshold is asaooiatrtd with the minimal def lect ion of 

the cupula which w i l l  lead t o  a conscious sensation of ro- 

ta t ion.  The time from the onset of the input u n t i l  it is  

rerceived, the latenoy time, w i l l  be a func$ion of the mag- 

nitude of the input vector, and the dynamics of the sen8or. 

A technique u t i l i z i n g  the step response in accelera- 

t i o n  of the semicircular canals i s  widely accepted as a 

subjective measur-nt ,of threshold. 32 The method applies 

a b o r n  oonstant angular acceleration t o  the sub3eet and 

his  latency time is  recorded. The step response of the 

semicircular canals t o  an input acceleration about the V e r -  

t i c a l  axis Yh is: 
.' . 

I 
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2 = input angular acceleration, O/sec . Conse- 

quently, i f  emin is the deviation of the cupula a t  the 

threshold, 

%h 

.) (3.14) %in = 0.layh 7 (1 - * + ' 7 - 0  . . 0 17 O . O l i !  

1 

with T = latency time, sec. 

The product ay T is aal led by van Egmond -- e t  al. the 
h 

"Muelder product" , and their  observations showed it appro- 

ximately constant and equal t o  1.5 t o  2.0°/sec over the  

range 1 t o  5'/sec2. 

it implies that  the  product of latency time and input 

If the "Muelder product" is constant, 

acceleration w i l l  refnain constant f o r  a cer ta in  range of 

input accelerations. 

However, the appl icabi l i ty  of the "Muelder prbduct" 

is limited t o  regions where the additional terms of  the  

se r i e s  i n  Eq. (3.14) do not exceed say 10 per cent  o r  T 12.5 

8ec.  "he controversy about the validity of the product for 

accelerations about the threshold when latency times are 

longer than 2.5 sec i s  indeed w e l l  founded as Eq. (3.14) 
47 shows . 

The va l id i ty  of the "Muelder product" over the range 

of accelerations from 0.1°/sec2 t o  10°/sec2 was tes ted  by 

the author. 

threshold of perception was used t o  measure latency time. 

The s tep response technique f o r  measuring 

The subjects, seated i n  a hooded cab of a moving base 

simulator (see Appendix A )  , were administered constant 
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angular accelerations about the earth-fixed ve r t i ca l  axis 

(Ye) with random order i n  direct ion and magnitude, six read- 

ings a t  any given acceleration. Headrest and support f o r  the 

back of the  subject kept h i s  head erect  under the axis of ro- 

t a t i o n  and with no s t r a i n  t o  the neck muscles. Perceived ro-  
It t a t i o n  was measured by a forced choice" method: the subject 

had t o  manipulate a control s t i c k  indicating the d i rec t ion  of 

movement, as w e l l  as the onset of h i s  subjective detection of 

ro ta t ion ,  The experimental sequence provided 30 seconds of 

res t  between consecutive runs. Three subjects were used f o r  

these experiments. 

Fig, 3.4 presents the experimental r e s u l t s  averaged over 

the three subjects, along with the expected latency time com- 

puted frcm l3q. (3.14). The expected latency time curve was com- 

puted r e l a t i v e  t o  the experimental value a t  01y =l.OO/sec . 
perfect agreement between latency times predicted from Eq. (3.14) 

and measured values is  found over the region of angular accele- 

r a t ions  from 0,3 t o  5'sec2, 

.- 

2 A 
h 

- 

N e a r  the threshold (about 0.14 

'/sec2 determined on 75 per cent correct ident i f ica t ion  of in- 

put direct ion) ,  the departure from theoret ical  r e s u l t s  is pro- 

bably due t o  s c a t t e r  i n  the data caused ju s t  by the f a c t  that 

measurements are taken near t he  limit of detection. Sinailarly, 

when latency times approach the response time of the human, the 

experimental data shows longer la tencies  than predicted. Results 

obtained f o r  p i l o t s  by Clark and Stewart32 using ident ica l  tech- 

niques are a l so  presented i n  Fig,3.4. There i s  no s ignif icant  

difference between r e s u l t s  measured with those subjects ( p i l o t s )  

and the subjects,with no f lying exparience,used here, The mean 
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latency times measured here are  a l so  presented i n  Fig, 3.5. 

Plotted on.a log-log scale, the ttHuelder product" i s  a l i n e  

with slope of  - 1. Examination of Fig. 3.5 indicates the  

region of va l id i ty  f o r  this  product. As noted before, the 

product QY T= constant i s  not a val id  approximation while 

the input angular accelerations a re  smaller than 1.O0/sec . 
Additional terms from l3q. (3.14) improve the correspond- 

ence between measured and expected latency times. 

h 2 

On the basis of t h i s  s e r i e s  of experiments, the 

following conclusions w e  jus t i f ied :  

1) The threshold f o r  perception of  angular aceelera- 

t i o n  around a v e r t i c a l  axis w i l l  vary subjectively between 

0.1 and 0.2O/sec2 with a mean of about 0.14°/sec2, 

2) Latency times f o r  detection of small 'accelera- 

t i ons  canbe predicted accurately from the model f o r  the 

semicircular canals, 

3) For i t s  range of v a l i d i t y  (712.5 see) the 

"I@Iuelder product" holds with somewhat higher value (2,6*/sec) 

than usually reported. 

3 . 4 HABITUATIOM 

Objective measurements of the semicircular canals'  

a c t i v i t y  by recording compensatory eye movements (see 

Sec. 5.2) and subjective cupulograms indicate changes i n  

response due t o  frequent stimulation. The phenomenon i s  

cal led habituation, pointing t o  a var ia t ion of parmetera  

according t o  the recent h i s tory  of  s t inu la t ion  f o r  the 
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canals. Indeed, the question i s  raised whether cer ta in  

charac te r i s t ics  of the  sensors measured a t  any given time 
- 

are not heavily influenced by t h e  experimental methods 

used t o  obtain these r e su l t s .  

Differences a re  reported between subjective cupulo- 

grams and cupulograms f o r  objective, compensatory eye 

movements. Moreover, the habituation e f f e c t  becomes pro- 

nounced, f o r  a given technique, while the,.experlmental 

pa t te rn  is repeated several tlmes. 

tem, the output vector has been defined here at3 Subjective 

perception of angular velocity, Similarly,  the focus should 

be on time variations found f o r  the parameters of the semi- 

For the vestibular sys- 

c i r cu la r  canals measured by subjective indication. 

f o r  

Values 
B obtained by the repetitive:technique of  subjective 
_ _  

77 Those observations = 8- t o  10 sec. B cupulometry show 

w i l l  pe r ta in  as long as the  semicircular canals a r e  not 

exposed t o  continuous stimulation lasting f o r  several 

hours, at which time a gradual decrease of the time con- 

8tmt i s  found. 77 However, a period of rest res tores  the 

cupulogram t o  i ts  o r ig ina l  value, regardless o f  the leve l  

reached p r i o r  t o  it. This evidence is suf f ic ien t  t o  con- 

clude that the physical model of the semicircular canals 

and the experimental values attached t o  i t s  parameters, 

represents the expected, average response of a human l i v -  

ing i n  an environment which does not impose stimulation 

beyond "normal" I n  t h i s  context, normal stimulation can 

beedefined as exposure t o  ro ta t ions  necessitated by 
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everyday l i fe .  The response of the canals i s  probably 

adapted t o  l i v ing  conditions on earth,  similar t o  the way 

habituation takes place when those conditions are  changed. 

Objective cupulograms measuring the velocity of the 

slow phase of vestibular nystagmus (see See. 5) f ind ~ 1 6  sec. 

Those responses w i l l  hold f o r  stimulation periods well be- 

yond the time when e f f ec t s  a r e  noticed on subjective mea- 

surements. However, f o r  professionals with constant expo- 

B 

sure t o  angular accelerations, l ike figure skaters and 

p i lo t s ,  the objective cupulograms show the  habituation phe- 

nomenon along with the accompanying recovery from it. 

The habituation t o  stimulation is  i n  general a t t r ibu-  

t e d  t o  the central  nervous system. 77,52 This notion on 

habituation is supported by the f a c t  t ha t  compensatory eye 

movements, being of a somewhat r e f l ex  nature, do not adapt 

easily, Xndeed, f o r  very sensi t ive subjects, objective 

and subjective cupulograms agree numerically, indicating 

adapted response for most of the subJects, randomly 

selected. 77 S t i l l ,  neither the mechanism of habituation 

nor the  periods of time involved are  known. 

Experiments on ca ts  stimulated repeatedly w i t h  sinu- 

soidal  ro ta t ion  of  one given frequency show marked habi- 

tuat ion of compensatory eye movements t o  this par t icu lar  

frequency while e f f ec t s  taper off f o r  the adjacent spectrum 

of frequencies . 41 These findings support the notion that 

habituation is  central ,  since it is  hard t o  a t t r i b u t e  

mechanical fa t igue of the canals t o  a cer ta in  frequency 
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only. However, as stated before, besides identifying the 

phenomenon, no control description c a n b e  attached t o  it 

yet . 
In  an e f f o r t  t o  overcome the e f f ec t  of habituation on 

the long time 'constant of the semicircular oanals, Cawthorne 

-- e t  al .  used the oculogyral i l l u s ion  t o  indicate the time 

response of the cupula i n  response t o  an impulse of angular 

acceleration. l8 During the ocu logea l  i l lus ion ,  a l igh t  

'which i s  s ta t ionary w i t h  respect t o  the subject, w i l l  

appear t o  him as moving w i t h  him i n  the direct ion o,? motion 

of the subject, 

t o  the compensatory eye movements, thus acceleration t o  the 

l e f t  produces eye ro t a t ion  t o  the right and an accompanying 

motion of the visual target opposite t o  it. The velocity 

of the oculogyral i l l u s i o n  i n  response t o  an Impulse of 

The i l lusion has been explained to be due 

acceleration, as obtained by Cawthorne, shows a time con- 

s tan t ,  - 24 sec. However, a t  present i t  -is not completely 

c lear  whether the oculogyral i l l u s i o n  or iginates  so le ly  i n  

the vestibular system. 

t h i s  method arc s t i l l  questioned. - 

B, 

Therefore, parameters measured by 

3.5 ROTATION ABOUT A HORIZONTAL A X I S  

Investigators have assumed that the tors ion pendulum 

model f o r  the cupula deflection i s  va l id  f o r  ro t a t ion  about 

any head axis. However, experimental e f f o r t s  t o  validate 

t h i s  assumption and t o  determine the time constants of the 

model (see Eq. (3.3)) were undertaken almost exclusively 



45 

f o r  ro t a t ion  around the v e r t i c a l  head axis (Y ). The deter- 

r en t  is, of course, the d i f f i c u l t y  t o  produce ro t a t ion  about 
h 

a horizontal  axis (pitch o r  r o l l )  without stimulating the 

l i nea r  motion sensors of the vestibular system. 

I n  the literature, two experiments a re  reported to  

measure the long time constant,!, i n  perception of ro t a t ion  
102,108 about the s a g i t t a l  and the l a t e r a l  axes of the head. 

Neither of these experiments preserved the normal head-neck 

posture as discussed i n  Chapter 11; thus r e s u l t s  a r e  possi- 

bly affected by proprioception. 

were applied about the earth-fixed v e r t i c a l  axis w i t h  the 

head t i l t e d  t o  reach the proper head axis. Jones e t  al. re -  

The angular accelerations 

-- 
corded by subjective cupulometry f o r  r o l l  (X&=6.1 see and 

f o r  p i tch  (%)! = 5.3 sec. 

response t o  a single velocity s tep input, the correspond- 

From eye movement evaluation of 

ing  values are a = 6.6 sec and B = 4.0 sec respectively. 102 

With a similar technique of stimulation, Ledowc used 

the data on the topography of the vestibular system to st&- 

mulate each coplanar pair of canals by accelerations about 

an axis perpendicular t o  i ts  mean plane. Objective cupu- 

lometry i n  pLanes parallel  t o  the planes of the  canals did 

not show variations of charac te r i s t ics  among the three 

pairs of semicircular canals. 108 

No data on the short  time constant $ and the  sens i t i -  

v i t y  of the  canals stimulated i n  p i tch  and r o l l  is avail-  

able. Nevertheless, it is  plausible t o  assume them as 

equal t o  those f o r  ro ta t ion  i n  yaw. 
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3.5.1 Threshold of Perception (Exp eriment by the Author) 

Ueing the technique.of applying steps of angular accel- 

erationa and recording the latency time u n t i l  rotat ion i s  

perceived, the threshold of sensation fo r  rotat ion around 

the head sagittal axis  ( r o l l )  was determined. 

latency times fo r  perception of small accelerations wbre 

used t o  obtain the long time constant, p * of the canals 

sensi t ive t o  angular accelerations about t h i s  axis. 

The measured 

The experimental method and procedure were ident iaal  

t o  those described i n  Sec. 3.3.1. The point t o  note i s  

that the aimulator cab was rotated about the  earth-fixed ver- 

t i c a l  axis (Ye). 

h i s  head, face down, on a head r e s t  under the  axis of rota- 

t i on  of the s h u l a t o r .  By bending the body at the waist 

r a the r  than the neck, the "normal" posture of  head-neck, 

o r  a posit ion within a few degree8 from It was preserved 

The subject seated, was accsmodated t o  r e s t  

throughout the experiment. 

Under these circumstances, the v@8tibular lihear 

motion sermors were not stimulated during the experiment 

except for the steady change of orientat ion of the head 

with reapect t o  gravity. The tangential  and centrifugal 

accelerations here are below the threshold of these sen8ors. 

The experimental resu l t8  a re  presented i n  Fig. 3.6. 

Threshold of perception is found approximately a t  0.5'/sec2 

angular acceleration and a ra ther  sharp separation between 

sensation and lack of it is  noted. The mean latency times, 
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averaged over the three subjects were used t o  estimate the 

long time constant of the semicircular canals i n  t h i s  con- 

figuration. 

s tan t  is  0.1 sec and f i t t i n g  an equation of the form of  

Eq. (3.14) t o  the date yields  a = 7 sec. Latency times 

measured i n  these experiments were compared w i t h  r e su l t s  

Making the assumption that the short t i m e  con- 

from responses for  ro ta t ion  around the ve r t i ca l  head axis  

(Yh) and the difference between the  mean values were found 

Epighly slgniflcant ( P  <O.OO5) fo r  accelerations lower than 

5.0°/sec . 
as 0.1 sec and an agreement between the subjective and the 

input velocity over the range of 0.14 rad/sec t o  10 rad/sec 

2 Assuming the short  time constant of the sensors 

w i l l  y ie ld  the following t ransfer  function: 

Subjective anml ar veloci ty  ( 8 )  - 7 

3.6 A MATHEHATICAL MODEL FOR THE SEMICIRCULAR CANALS 

The experimental data presented i n  t h i s  chapter re- 

f l e c t s  cer ta in  charac te r i s t ics  of the semicircular canals 

which can support a s t a t e  of  knowledge mathematical model 

for  t h i s  portion of the vestibular system.* 

diagram i n  P i g ,  3.7 shows the dynamic charac te r i s t ics  of 

the canal system and the physiological organs t o  which 

they are  a t t r ibuted.  Angular accelerations measured i n  

the earth-fixed frame (a,) are resolved into components 

i n  the head axis system by the or ientat ion matrix [ A 3, 

The block 
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which is dependent upon the or ientat ion of the  skull. In 

the  semicircular canals, stimulated by the  input accelera- 

t ion,  the cupula deviates from i ts  nu l l  posi t ion i n  agree- 

ment w i t h  the highly damped second order model, When the 

cupula deviation exceeds the threshold level ,  th i s  lnfor- 

mation i s  picked up by the  central  nervous system t o  be 

interpreted consciously as subjective angular velocity, 

Note that t h i s  model i s  not representing charac te r i s t ics  

of any given canal, neither i s  it associated with stlmula- 

t i o n  of physiological synergic (acting together) pairs ,  

bbt outlining perception of accelerations i n  the head axis 

system as defined i n  Chapter 11. AB presented here, the 
- 

dyneunics of the canals associated with perception of a m -  

l a r  accelerations about the % and % axes ( r o l l  and pltoh) 

are assumed t o  be equal. The cent ra l  nervous system, CmS, 

i s  shown here as a block F(s) t o  underline the f a c t  that 
L 

ce r t a in  unknown t r ans fe r  charac te r i s t ics  are associated w i t h  

it. As discussed i n  Sec. 3.4, habituation is  a control 

process a t t r i bu ted  t o  CNS, When the semicircular canals 

a re  not affected by excessive stiroulation, the perceived 

sensation of ro t a t ion  i s  assumed t o  depend en t i r e ly  upon 

the  canal dynamics thus rendering F ( s )  = 1. 

What is  the physical vector that  corresponds t o  the 

subjective perception of angular velocity? This question 

is  concerned with the mental evaluation of information pro- 

vided by the semicircular canals. Fig. 3.8 I s  the f re-  

quency response o f  the canals. (Bode p lo t )  f o r  ro t a t ion  
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about the 

being the 

ve r t i ca l  head axis (Yh) with the input vector 

angular velocity of rotat ion and the output i s  

the 8UbJectiVe perception of angular velocity assumed pro- 

portional t o  the cupula deflection. Note that over a wide 

range of frequencies, namely 0.1 t o  10 rad/sec, the sub- 

ject ive sensation is  that o f  the angular velocity of the 

motion, 

la veloc i t ies  about the horizontal axes although with a 

s l i gh t ly  condensed frequency range, thw rendering the 

semicircular canals as angular v e h c i t y  meters over most 

of the frequency spectrum of head movements durlng every- 

day ac t iv i ty .  Moreover, while a rotat ion w i t h  constant 

angular velocity w i l l  go unperueived by the  canals, a con- 

s t an t  angular acceleration motion w i l l  be sensed over a cer- 

t a i n  period of time i n  a manner that perception wi l l  coin- 

cide with the instantaneous angular velocity of the rota- 

tion. Eq. (3.13) shows that cupula deviation w i l l  be pro- 

portional very closely t o  the instantaneous angular velo- 

c i t y  (%t) f o r  the first 6 t o  3 seconds a f t e r  applying the 

input acceleratioti,  Whether the  CNS is capable t o  add 

vector la l ly  signals arriving from the canals when the in- 

put aceeleration l e  about an intermediate axis of the 

canals I s  sti l l  an open question. 

of compenlsatory eye movements indicate a posi t ive answer; 

however, subjective perception m i g h t  differ i n  t h i s  aspect. 

Slmilar observations hold fo r  perception of awl- 

Qualitative measurement8 

The va l id i ty  of the conkrol model and the use of it 

has t o  be viewed i n  l i g h t  of the l imitations one has t o  
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ljnpose due t o  insuf f ic ien t  experimental support: 

1) Dynamic Range. Eq. (3.1) shows that f o r  a step 

input the ateady s t a t e  deviation of the cupula i s  equal 

numerically t o  the input angular acceleration, However, 

the morphological s t ruc ture  of the semicircular canals and 

the basic assumption on the cupula sealing the ampalla i n  

i t s  deviated posi t ion w i l l  probably limit the range of 

cupular t r ave l  within f 30'. 

100 t o  150 f o r  accelerationa about the Yh axis (fiomQ2°/sec2 

t o  30°/sec2) and somewhat smaller range f o r  accelerations 

Thus a dynkic range of about 

about the 5 and the 3 axes w e  reasonable t o  expect from 

these sensors while remaining within their  l i n e a  charlaoter- 

i s t i c s .  

2 )  Habituation. The phenomenon has considerable ef-  

f e c t  on subJective perception of ro ta t ion ,  Also, perceived 

estimates of angular velocity,but not compensatory eye move- 

men@ have been found t o  decline, contrary t o  the model pre- 

diction, vhen an lnput acceleration persisted f o r  periods 

longer than 30 sec. 86 Thw the model is val id  f o r  short  

lasting ro ta t ions  (about 10 sec) and limited t o  moderate 

periods of stimulation which do not uause substant ia l  habi- 

'tuatibn, 

Within the outlined reservations, t h e  control engi- 

mer- model f o r  the semicircular canals and i ts  associated 

pa rme te r s  is a complete set of specif icat ions on those 

sensors. I 



CHAPTER Iv 

THE OTOLITHS - LINEAR ACCELERATION SENSORS 

The perception of the or ientat ion of the head (and the 

body) i n  space, r e l a t i v e  t o  the force f i e l d s  of the environ- 

ment, i s  universally considered t o  be the function of the 

o t o l i t h i c  organs. Accordingly, the presence of specif ic  

forces acting on the body i n  i t s  coordinate system is  the 

input 

these 

t o  the subjective feel ing of 

sensors, On a higher level,  

or ientat ion provided by 

the o t o l i t h s  regulate 

the postural ref lexes  of the body and the counterrolling 

compensatory eye movements which preserve the  appropriate 

equilibrium i n  a given spatial  a t t i tude.  I n  al l ,  the 

o t o l i t h i c  organs m e  a center of detection and control o f  

the voluntary changes of posture along w i t h  monitoring 

or ientat ion during passive maneuvers of the head and the 

body as a whole, 

However, i n  spi te  of the v i t a l  importance of the 

sensor, l i t t l e  was known about i t s  dynamic charac te r i s t ics  

and expected response to  spec i f ic  stimulation. The follow- 

ing discussion w i l l  attempt t o  unify the information 

scat tered i n  the  l i t e r a t u r e  with experimental r eau l t s  
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obtained by the author in to  a concise control engineering 

model of the u t r i c l e  o to l i ths .  

4.1 THE UTRICLE AND SACCULE 

The anatomical s t ructure  of the labyrinth i n  a human 

reveals two pairs of o t o l i t h i c  organs, the u t r i c l e  and the 

saccule (see Fig. 2.1)* The s t ruc ture  is  characterized by 

a non-moving pa r t ,  the macula, and the s l iding o to l i ths .  

It is  the movement of the heavy o t o l i t h  over the macula 

which gives r i s e  t o  the perceived sensation of tilt o r  

motion, 

The spec i f ic  function of each of the  two o t o l i t h i c  

organs i n  motion sensing has been the subJect of extensive 

research e f fo r t .  I n  mammalians, physiological s tudies  of 

re f lexes  and recording of f ir ing r a t e  from the u t r i c l e  

branch of the vestibular nerve demonstrate a c t i v i t y  f o r  

st imulation with l i nea r  accelerations.’ No similar nerve 

response t o  accelerations has been measured from the sac- 

cule. A specif ic  study aimed t o  invest igate  i t s  a c t i v i t y  

concludes w i t h  the  statement that  the  saccule i s  probably 

associated with auditory sensation of vibrations,  ’*, How- 
ever, some authors still  do not exclude the saccule as a 

motion 130 sensor . I n  general, incorporation of the saccule 

as an or ien ta t ion  sensor has been required due t o  the 

inadequate knowledge of the stimulation process of the 

u t r i c l e .  On the basis of t he  exis t ing experimental evidence, 



t o  the gravi ty  vector persists as long as t h i s  or ien ta t ion  

i s  maintafned, the o to l i t h s  were designated as s t a t i c  

the u t r i c l e  should be recognized as the only o to l i t h i c  sen- 

sor stimulated by l inear  accelerations,  

4.2 THE VTFtICLF: - SENSOR CHARACTERISTICS 

!fhe e f f o r t  t o  describe the sensor Characterist ics of 

the u t r i c l e  concentrated on s tudies  of comparative physiology 

in mammallms, and or ien ta t ion  experiments with humans. I n  

animals, i n  par t icular ,  cats,  recordings of nerve firing 

Ident i f ied  the input vector causing stimulation of the 

o t o l i t h  ( the term "otol i th"  will be used here f o r  the 

"u t r i c l e  o to l i th")  as tilt away from the ver t ica l .  1,40 

In a fish, electronic microscopy showed an arrangemen%. 

of  sensory hairs w i t h  preferred axis of stimulation forming 

a semicircle , %3 

vector resolut ion is possible according t o  the locat ion of 

This finding might indicate  that input 

the sensory hair (or hairs) fram which nerve f i r i n g  was 

received, One can compare th i s  s t ructure  of the  u t r i c l e  t o  

a sensor covered with a l a t t i c e  of s t r a i n  gages where the 

input magMtude is obtained by measuring the gage w i t h  the 

maximurn output. The spatial location of the s t r a i n  gage 
._ 

w i l l  determine the' d i rec t ion  of the input acceleration. 

Since subjective perception of inc l ina t ion  w i t h  respect 

receptors. The implication is, of courae, that  the u t r i o l e  

is stimulated by changes of the head a t t i tude ,  thus provid- 

ing a sense of angular position, while t h i s  indicat ion is 
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only t rans ien t  f o r  the semicircular canals. 

The d is t inc t ion  between the gravi ty  f i e l d  and accele- 

ra t ions  i n  any coordinate system is  impossible t o  make. One 

can argue here that the u t r i c l e  i s  a specif ic  force receptor, 

where spec i f ic  force i s  the vector ia l  difference of the ' 

gravi ty  vector and other intermittent accelerations,  

Following t h i s  broad definit ion,  l i nea r  acceleration per 

se, without r e s t r i c t i o n  on i ts  source, i s  considered the 

Input variable f o r  the o t o l i t h i c  sensor. Accordingly, 

exposwe t o  centr intgal  o r  l i nea r  acceleration as w e l l  as 

c o r r i o l i s  forces w i l l  be interp'reted by the human as r e =  

or ien ta t ion  with respect t o  the grav i ty  vector, provided 

other sensors o r  sensory systems do not supplement the 

perceived sensation, 
. The theory of operation f o r  the  u t r i c l e  and i ts  oto- 

! 

l i t h  conceals the key t o  evaluation of several  re la ted  

charac te r i s t ics  of the Elensor. Is the o t o l i t h  an omni- 

directional vector sensor informing on magnitude and 

direction, o r  j u s t  a direct ional  transducer? 

Topologically, f o r  an e rec t  head, the u t r i c l e s  a re  

located on a plane which is  elevated about 30' above the 

horizontal  plane. 

not s t r i c t l y  planar, most invest igators  treat them as 
such. 130,151 The theories  put f o r t h  t o  e x p b i n  the stimu- 

l a t i o n  causing the o t o l i t h  displacement range from p u l l  o r  

Although the macula and the o t o l i t h  a re  

traction, ' (ae Kleyn, 1921), 45 pressure (Quix, 1 9 2 ~ ) ' ~ ~  o r  

gliding movement (Breuer,' 1891) , 13 



While de Klsyn supported the notion of force perpen- 

dicular  t o  the  o t o l i t h  as the stimulus, Quix explained it 

by the weight of the o to l i t h ,  and Breuer irnplied that the  

sensor is responding t o  the direct ion of the shear force 

pa ra l l e l  t o  the macula plane but not t o  i ts  magnitude. 

Recently, the shear pr inciple  has been rather universally 

accepted as the mode of operation for  the u t r i c l e ,  
*. 

Sufficient experlmental evidence e x i s t s  t o  support the  

f o l l o w i k  two' statements on the o t o l i t h i c  organs: 

1) The u t r i c l e  is  a multi-directional sensor sensi- 

t i v e  t o  specif ic  force. 

2 )  The u t r i c l e  i s  stlmulated by the  shear accelera- 

*t ion i n  the plane of the o to l i t h .  

These statements Imply that perception of the input 

variable i s  i n  vector ia l  form; not only the direct ion of 

the f ie ld  force is  perceived, but a l so  i ts  strength, 

I n  humans, mostly attempts t o  evaluate s t a t i c  o r  

steady state conditions of perception of or ien ta t ion  were 

undertaken. 

ings one experiences when subjected t o  var ia t ibns of the 

resu l tan t  force i n  h i s  head axes system has been designated 

as the oculogravic i l lusion.  The phenomenon is  a very 

usef'ul t o o l  t o  Dieasure sub3ective or ientat ion (location of 

!l!he perceptual phenomenon of t i l t i n g  surround- 

* 

the v e r t i c a l  o r  the horizontal r e l a t i v e  t o  the ac tua l  

physical incl inat ion) .  

the human a b i l i t y  t o  locate  the gravi ty  vector when t i l t e d  

i n  the f ron ta l  plane. 

Another experimental procedure uses 
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The objective measurements of otoliths output is record- 
ing of compensatory counterrolling eye movements, 130,160 

Dependence of those eye movements upon the magnitude of 

resultant acceleration has been demonstrated for increased 
gravitational and 1.Og gravity field. 173 

Static measurements of the subjective horizon for vary- 

ing efevation of the head axes system (discrete rotations 

around Ze,axis) render linear correlation of perception 

with the she& acceleration on the utricle (Fig. J+*l)* 151 

For an erect head, the shear on the macula is along an 

axis elevated about 20* above the sagittal axis, 

quently the subjective horizon will correspond to the 

actual horizon for 0,4g backward shear acceleration on 

the otoliths, The measurements confirm the assumption that 

sensation is dependent upon the magnitude of the shear 

acceleration, since there is a linear relationship between 

Conse- 

shear and subjective perception. 

tionship is valid for t 9 O o  of bending fore and aft, 

ever, incomplete or rather erroneous spatial orientation 

is suggested by the slope of the line in Fig. 4.1, 

theless, the sensor is responding to acceleration changes 

in the sagittal plane in agreement with its assumed 

characteristics. 

Experimentally this rela- 

How- 

Never- - 

Tilt in the frontal plane is associated with perception 

of the vertical when only gravity is present or perception 

of the resultant vector for exposure to gravity and linear 
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f. sin czW Shear in Utricle - Backward Forward 4 

Fig. 4.1 The Subjective Inclination ( B v )  Plotted a s a  Function 
of  the Shear Acceleration in the Plane of the Utricle 
(Ref .  151) 



accelerations,  

f o r  reor ientat ion without direct ional  dependence. 123 

Psychophysical experiments show equal ab i l i t y  

The 

observation confirms the expected symmetry of perception 

i n  the f ron ta l  plane, a feature  deduced on the bas i s  of 
- 

the  s t ruc ture  of the u t r i c l e ,  Another comment which I s  

val id  for the lateral tilt i s  that the  configuration pro- 

duces shear acceleration components along two perpendicu- 

l a r  directions.  The resu l tan t  shear acceleration on the  
2 o t o l i t h s  very closely obeys a cos f3 re la t ion ,  where 

f3 is  the angle of tilt. Counterrolling eye movements which 

r o t a t e  the eye i n  opposite direct ion t o  the body tilt show 
th i s  relat ionship very closely. 130 

A t  present, a summary stating that the  u t r i c l e  has 

sensing capabi l i t i es  i n  a l l  direct ions is well warranted, 

4.2.1 Dynam i c  Response of' the Otoli ths 

The important contribution of the u t r i c l e  i n  space 

or ien ta t ion  is the continuous monitoring of body a t t i t u d e  

r e l a t i v e  t o  the environmental forces. However, the extent 

of orientat ion information originating a t  t h i s  sensor cannot 

be f u l l y  evaluated without a detaI*led knowledge of i t s  

dynamic character is t ics .  Intermediate sensations the human 

w i l l  perceive during t r ans fe r s  from one postural  or ientat ion 

t o  another, o r  during exposure t o  intermit tent  l inear  

accelerations a re  a function of the  sensor's dynamics. 
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Basically, the questions are what physical vector the 

o t o l i t h i c  organ senses when it is  repeatedly stimulated 

wi th  a ce r t a in  time varying pat tern of acceleration, and 

what i s  the frequency response of the o to l i t h?  

The theory of control engineering shows that ,  i n  a 

minimum phase l i nea r  system, input-output r e l a t ions  a re  

defined, except f o r  a gain constant, by e i t h e r  the phase 

difference between output and a sinusoidal input o r  by 

the r a t i o  of their respective amplitudes,- Therefore, the 

dynamic charac te r i s t ics  of a l inear  system are f u l l y  

determined i n  t h e  transformed frequency domain when i ts  

response is  tested over a s igni f icant  range of input 

frequencies. 

The u t r i c l e  has been ident i f ied  as a sensor w i t h  

l i n e a r  charac te r i s t ics  when l inea r  accelerations, within 

the range of f l . O g  of shear acceleration on the  o to l i ths ,a re  

applied i n  the sagittal plane (see Fig. 4.1). Consequently 

an experiment which compares the phase relat ionship between 

the subjective perception of veloci ty  and the input velo- 

c i t y  o r  acceleration is  admissable f o r  val id  t e s t ing  of 

the frequency response of the o to l i ths .  

a) Method: A l i nea r  motion simulator with charac- 

t e r i s t i c s  described in Appendix B was used f o r  the experi- 

ment. The subject is seated upright with h i s  sagittal 

axis horizontal and along the direct ion of motion, H i s  

head is  supported on a head rest andrhis body strapped 
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firmly t o  the chair. 

f o r t h  along the t r ack  

function . Percept ion 

The simulator 

with a single 

i s  driven back and 

frequency, sinusoidal 

of the subject I s  communicated by 

a displacement of a l i gh t ,  spring-restrained, s t ick .  

Following pre-experimental instructions,  the  subject 

indicates  only the direct ion of motion he undergoes. 

Posit ion of the  simulator along the track and subject 

indicat ion were continuously recorded on a paper recorder 

throughout the  experiment. Three subjects with previous 

experience i n  psychophysical studies were used f o r  t h i s  

study . 
b) Results: The frequency response of the u t r i c l e  

was examined over the range of 0.02 cps t o  0.9 cps a t  

d i scre te  increments of 0.01 cps fo r  the low frequencies 

and s teps  of 0.1 cps for the high frequency end. The 

p ro f i l e  of peak acceleration f o r  the experiment is  given 

in Fig, 4.2, the decline of it below 0.1 cps being due t o  

t he  l imited length of the track. Since the subjects were 

instructed t o  indicate the direct ion of t h e i r  movement, 

t h e i r  response during one cycle of back and f o r t h  osc i l la -  

t ion,  a t  any given frequency, resembled a square wave with 

a "dead zone" of no indication whenever the stimulus f e l l  

below the individual threshold of perception. The opera- 

t o r ' s  reeponse is, of course, h i s  subjective perception of 

velocity. The phase angle t h i s  subjective velocity lags 

o r  leads the input velocity is presented i n  Fig. 4.3* 
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Inter-subject differences i n  phase angle data were not 

s t a t i s t i c a l l y  s ignif icant  (3p >0.1). 

three subjects were pooled with mean values a t  each 

frequency shown i n  Fig. 4.3. 

phase angle a t  any given frequency did not exceed 2’. 

Examination of the phase angle f o r  perception of sub- 

jec t ive  velocity reveals that  a t  low frequencies, it leads 

the input velocity, a t  about 0.40 rad/sec it is  i n  phase 

with it and beyond that  f’requency, human perception lags 

behind t h e  input velocity. The response is  typical  o f  

second order  systems w i t h  t i m e  constants T1 = 10 sec, 

T2 w.66 sec. 

quencies a t  w1 = 0.1 rad/sec and w2 = 1.5 rad/sec is  the 

so l id  durve i n  Fig. 4.3. 

second order system is  i n  good agreement with the experi- 

mental r e su l t s ,  In  view of t h i s  finding, an assumption i s  

made here t h a t  the  dynamic charac te r i s t ics  of the  u t r i c l e s  

Thus r e s u l t s  from the 

One standard deviation of 

This  theore t ica l  curve f i t  with break fre- 

The phase lag associated with the 

are represented by a l i nea r  second order charac te r i s t ic  equa- 

t ion.  The t ransfer  function from input acceleration t o  sub- 

jec t ive  sensation of velocity w i l l  take the form of:  

subJective velocity ( s )  K 
= (4.2) 

axe(s) (lOs+l) (0.66s+l) 

where ax = l inear  acceleration along the horizontal 
e 
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earth-fixed, Xe, axier. 

l i t h s  from an input velocity along the Xe axis t o  subjec- 

t i v e  velocity i s  shown i n  Fig. 4,4. 

constant K has not been measured. 

The frequency response of the oto- 

Note that  the gain 

4.2.2 Threshold of Perception 

m e s h o l d  of perception fo r  the u t r i c l e  is s igni f i -  

cant i n  terms of  minimum deviation i n  or ientat ion detect- 

able by the sensor. If threshold i s  associated with 

minimum displacement of  the o to l l t h ,  the latency time t o  

detecrt input acceleration of a cer ta in  magnitude w i l l  

correspond t o  the duration of t r ave l  of the o t o l i t h  from 

rest posi t ion t o  the  threshold deflection. 

the threshold of the u t r i c l e  is  defined as the minimum 

Consequently, 

acceleration which the  sensor w i l l  detect  provided the 

stimulus pers is ted f o r  a suf f ic ien t ly  long period. For the 

o t o l i t h i c  organ, measurements of threshold and latency 

times in the  sagittal plane were undertaken. 

a) Method: Again t h e  l inear  motion simulator des- 

cribed i n  Appendix B was used f o r  these se r i e s  of expsri- 

ments. The subject, with strapped body and supported head, 

was accomodated i n  two positions: 1) seated upright facing 

the d i rec t ion  of motion; 

tudinal  body axis along the track, The simulator was 

given a step i n  acceleration maintained u n t i l  the  subject 

indicated perception of motion. Directions (backwards o r  

2)  lying supine with h i s  longi- 
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forwards) and 

w i t h  the only 

magnitudes of acceleration were randomized 

provision of demanding a t  least four responses 

f o r  each input acceleration, 

more were allowed between consecutive runs with  t he  whole 

series lasting f o r  less than one half hour, The measure- 

Thirty seconds of rest o r  

ments f o r  the uptight and the supdne posi t ion were taken 

on two consecutive days, while the order changed among 

the three subdects used i n  the experiments, 

b) Results: !!!he response of the model fo r  the 

o t o l i t h s  t o  a s tep  of acceleration is  given by 

-1 - 0 o l t  SubJective perception(t)  = %I((l+O.O7e -1*5t- 1.07e 
e 

(4.3) 

If we associate the physical vector of displacement of t he  

o t o l i t h s  w i t h  subjective perception, t h e  threshold w i l l  

correspond t o  some minimum t r ave l  d such that :  min 

with a unique r e l a t i o n  between the latency tbesTmeasured 

and the  magnitude of the input acceleration, a 
xe 

Two immediate observations a re  apparent from Eq. (4.3): 

1) the e f f ec t  of the terrnQO7e drops o f f  almost com- 

p le t e ly  after one second; 2)  

f ac to r  multiplying the input acceleration during the first 

second. 

a very slow increase of the  

One can expect then tha t  a wide range of accelera- 

t i o n s  w i l l  be perceived with la tencyt imes  of about one seaond, 



Fig. 4.5 represents the mean latency times of the 

three  subjects for the supine posit ion as a function of 

input acceleration. The so l id  l i n e  is the theore t ica l  

curve from Eq. (4.4) referred t o  the experimental measure- 

ment atQ01g. An excellent agreement between experimental 

r e s u l t s  h d  theore t ica l  prediction, over the whole range 

covered i n  the experiment, i s  noticed. It should be added 

tha t  the standard deviation f o r  any single time measurement 

d i d  not exceed .2 seconds. 

Fig. 4.6 shows the experimental latency times for  the 

seated upright position. Note that according t o  the shear 

theory there is  a difference of shear accelerations between 

the supine and the upright experimental posit ions.  Since 

measurements of acceleration along the earth-fixed Xe ax i s  

were made, the shear acceleration on the o t o l i t h s  (assumed 

30' elevated above the sagittal axis) is: 

0.866 nge = a. upright 

0.5 we = a. supine 

' .  

(4.5) 

I 

where ng = input acceleration along Xe axis and 

= shear acceleration on the o t o l i t h s .  

Using these r e l a t ions  and the theoret ical ,  expected 

latency times for the upright posi t ion were computed and 

are shown as the s o l i d  l i n e  on Fig. 4.6. 

e 

- 

The thresholds of perception fo r  the o to l i ths ,  based 
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on 75 per cent correct vector detection, areQOlg f o r  supine 

head andO.OO6g f o r  upright head. 

4,2.3 Review of Supporting Publications 

The experimental program undertaken by the author was 

su f f i c i en t  t o  determine the  dynamic charac te r i s t ics  of the 

o to l i t hq  and the non-linearity associated with the thresh- 

old. The r e s u l t s  are f o r  perception of l i nea r  motion 

along the sagittal axis.  Supporting evidence t o  these 
1 

findings i s  found i n  behavioral experiments reported i n  the 

literature, 

Researchers working on motion sickness f ind  par t icu lar  

susceptabi l i ty  t o  it with l i nea r  motion around the frequen- 

cies 1/4 t o  1/3cps. log For the high frequencies, the 

attenuation i n  dynamics of the o t o l i t h s  indeed serve as a 

l imi t e r  on the input accelerations while f o r  frequencies 

below 1/4cps; probably equipment l imitat ions on maxlmwn 

acceleration i s  the cause f o r  absence of sickness. 

The parallel  swing produces l i nea r  acceleration 

stimuli ,  together with some angular acceleration which 

depends upon the length of the suspending wires. Thus, 

although the method is not absolutely f r ee  of in te rac t ing  

semicircular canals and o t o l i t h s  stimulation, measurements 

w i t h  it might be of l imited use. 

The threshold of perception was measured w i t h  sinu- 

soldal stlmulation on a swing by Walsh. 159 Ar a supine 

subject, he reports  threshold of 0,OOgg t o  0,012g. However, 

an attempt t o  determine latency times on the swing d id  not 
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render r e s u l t s  which a re  compatible w i t h  other measurements 

by the same author. Also h i s  attempt t o  determine phase 

r e l a t ions  between the subject indication and the actual  

motion did not render compatible values with t h i s  study. 

Th i s  is probably due t o  the f a c t  t ha t  peak accelerations 

on the s w i n g  were very close t o  the threshold, 

The best observation of the f’unction of the o t o l i t h s  

which a l so  i l l u s t r a t e s  the  scope of information the oto- 

l i t h s  w i l l  prpvide i n  an altered environment was made w i t h  

a submerged subject i n  a ro ta t ing  tank f’ull of water. 155 

The subJect seated, was rotated with the tank, head over 

heels  about h i s  zh axis  a t  constant angular velocity. 

The foroe acting on the o t o l i t h s  is gravity. Therefore, 

the shear acceleration on the o to l i t h s ,  f o r  t h i s  maneuver,is 

a 0 = g s i n  rot (4.6) 

where w - angular velocity of the tank. 

sensation i f  i l l u s t r a t e d  i n  Fig. 4.7 taken from R e f .  155. 

Subjectively, the motion is interpreted as r iding a Ferris 

The perceived 

wheel w i t h  varying amplitudes. F i r s t ,  why the Ferris 

wheel sensation? On a Fe r r i s  wheel, which ro t a t e s  with 

constant angular velocity, the shear acceleration on the 

o t o l i t h s  i s  combined from gravi ty  and the  centrifugal 

acceleration. 

(o to l i t h s  plane about 30’ above the horizontal plane) , 
the shear acceleration on the o to l i t h s  is: 

Assuming t h e  r i d e r  keeps his head erect ,  
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( a )  0 to 2 0 r p m .  ( b )  20  to 55 rpm ( ~ 1 5 5  to 6 0 r p m  

Fig. 4.7 I l lustration o f  Motions Sensed by Seated Subject (Ref. 155) 



a. = (g + a12 R s i n  colt) sin' 12 (4.7) 

where a = angular velocity of the Ferris wheel and 1 
R = radius of the Ferris wheel. 

Note tha t  except for  an additive constant acceleration ( lg) ,  

the shear acceleration for  the two cases have similar time 

pat terns ,  Therefore, i n  absence of any o ther  motion clues 

t o  the undergoing motion (tumbling head over heels) ,  the 

sub3ect w i l l  i n t e rp re t  i t  i n  terms of a commonly exper- 

ienced, similar sensation - the Ferris wheel. It is  impor- 

t a n t  t o  s t r e s s  the  point here t h a t  the semicircular canals 

do not provide ro ta t iona l  Information f o r  both circumstances 

since the motion i s  w i t h  constant angular velocity. 

The second observation is  about the tendency t o  f e e l  

only plunging, up and down motion wi-th increase i n  angular 

velocity. According t o  the Bode p lo t  f o r  t he  o to l i t h s ,  

sensation is  attenuated with.40 db 'pe r  decade beyond 

1/4cps. 

unnoticed because the shear acceleration dropped below the 

threshold with the l imi t ing  case of only peaks being sensed. 

Thus increasing portions of the ro t a t ion  w i l l  pass 

Since the maximure forces on the Fe r r i s  wheel are indeed at 

the top and the bottom of the loop, the  in te rpre ta t ion  for-  

warded by the subject i s  consistent with previous experience, 

Signif icant ly  enough, the.departure f r o m  a c i rcu lar  pa t te rn  

f o r  the Fe r r i s  wheel occurs a t  20 rpm (1/3cps), close t o  

the 1/4cps break frequency of the o t o l i t h s  found here. 



4 3 HABIWATION 

The u t r i c l e  i s  of ten referred t o  as a s t a t o l i t h i c  

indicating i t s  sensi  t i v  l t y  t o  s t a t i c  changes of 

orientat ion af the head with respect t o  the ver t ical .  I n  

t h i s  context, one would expect then l i t t l e  o r  no attenua- 

t i on  i n  perception due t o  frequent stimulation. Otherwise 

the monitoring capabi l i ty  of the sensor is t o  no avai l .  A 

comparative study of p i l o t s  and subjects w i t h  no f lying 

experience indeed f inds no s ighif icant  difference between 
10,ll the groups i n  t h e i r  ab i l i ty  t o  or ien t  themselves, 

While long term habituation I s  excluded logically, it does 

not i n h i b i t  diminution of s e n s i t i v i t y  t o  a new steady s t a t e  
I 

l eve l  compatible with the  input acceleration, I n  ca ts ,  a 

shif ted o t o l i t h  w i l l  show action poten t ia l s  a t  a frequency 

proportional t o  the tilt and then the frequency during the 

following 30 seconds w i l l  set t le down t o  a constant value 

which is about 60 per cent of the original.' SubJective 

experiments i n  humans found that readjustments t o  the 

gravi ty  vector are s igni f icant ly  more accurate immediately 

after the tilt compared t o  readings a f t e r  60 seconds of 

stay i n  t i l t e d  position. 123 Moreover, the amount of' 

adaptation i n  t h i s  experiment i s  of the order of 60 per 

cent of the i n i t i a l  angle of tilt, These findings are 

supported independently by additional experjments which 

show the e f f ec t  of angular rate upon readjustment but almost 

no'influence of the period of exposure t o  the tilt i f  longer 

than 30 secO5? A summary s t a t ing  that a s h o r t  term 



adaptation of subjective perception takes place during 30 

seconds is jus t i f ied ,  but the data is  not suf f ic ien t  t o  put 

forward a control theory description of  it. 

4.4 MATBlSATICAL MODEL FOR THE OTOLITHS 

The experimental r e s u l t s  obtained by the  author were 

from investigations of the o to l i t h s '  function i n  perceiv- 

ing l i n e a r  accelerations along the Xe axis. By correlating 

the  data of the upright posit ion with the  supine one, it is  

evident that a U f i e d  presentation holds for  any head 

or ien ta t ion  within the  range of fW0 ro t a t ion  of the head 

frame about the horizontal, earth-fixed axis Ze. 

t i ons  by other researchers indicate the probabili ty of 

similar response of the o t o l i t h s  f o r  lateral tilt. Thus 

one can speculate t h a t  the missing l ink  i n  the control 

engineering description of the  o t o l i t h s  i s  the mechanism 

Observa- 

. 
performing vec tor ia l  manipulations and not the dynamics of 

the sensorsr Inaidentally, t h i s  mechanism of direct ional  

resolut ion w i l l  have e f f ec t  only on the s e n s i t i v i t y  of the 

o to l i t h s .  The mathematical model of the o to l i t h s  i s  presented 

i n  Pig. 4.8. 

f ixed coordinates i s  reaolved t o  components i n  the plane of 

the u t r i c l e  and perpendicular t o  it by the or ien ta t ion  

In  t h i s  model, the specif ic  force In  earth- 

matrix and the alignment matrix [A x XJ. 
along the plane of the o t o l i t h s  cons t i tu te  the  shear 

The components 

acceleration on the o to l i t h s ,  This  acceleration stimulates 

the  otol ' i ths,  which a f t e r  exceeding the threshold, send 
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information to the central nervous system, CNS, where it 

it interpreted as subjective perception, Some unknown 

transfer characteristics have to be assigned to the CNS 

(Sec, 4.2), thus F(s), 

The dynamic range of the sensor is not known precisely; 

however, it is at least 100 or more, since we are living 

in 1.Og environment and the threshold has been located as 

about O.Olg, 

What is the subjective perception attrlbuted to the 

utr'icle? 

sensor presents it as a velocity meter over the spectrum 

of frequencies corresponding to normal" head movements. 

Fig. 4.4, which is the frequency response of the 

11 

Similarly, the initial (1 to 4 sec) response of the oto- 

liths stimulated by a constant linear acceleration will be 
proportional to the velocity of' the maneuver. The model 

also indicates that the sensor cannot distinguish between 

gravity and other acceleration forces. Thus subjective 

perception of angle of elevation or tilt w i l l  be identical 

regardless of the way it was induced: 

body orientation with respect to gravity; 2) by externally 

applied accelerations. 

estimates of the angle of elevation are smaller than the 

actual elevation above the horizon (slope of the ]tine 64%). 

Since this is steady state data, these readings are probably 

affected by habituation and reduced to about 60 per cent of 

the initial response. Therefore, for short exposures to 

tilt from the vertical and to elevation angles above the 

1) by a change of 

Fig, 4.1 points out that subjective 
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horizon, the "instantaneous" slope will be about 100°/g, 

well correlated with the  expected 90°/g, considering 

experimental sca t te r .  When time l i m i t s  a re  imposed on 

the duration of exposure t o  constant acceleration, the 

adaptation e f fec t ,F(s ) ,  w i l l  not substant ia l ly  a f f ec t  

the subjective or ientat ion t o  the apparent ver t ica l .  
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CHAPTW V 

THE EPE - A DEPENDENT SENSOR 

The eye perceives body or ientat ion w i t h  respect t o  

the environment. This information is  of high resolution 

and is  referred t o  objects observed i n  the Immediate sur- 

roundings, I n  addition, the human can exercise voluntary 

control of eye movements i n  searching f o r  a reference t o  

which he r e l a t e s  h i s  orientation. These capabi l i t i es  of  

the visual  system render the  eye as an or ientat ion sensor 

of prime Importance t o  man. However, the ocular mechanism 

i s  by itself' a multi-input servo control system with inputs 

fed t o  it by other or ientat ion sensors, by the eye i t s e l f ,  

and by the voluntary tracking intentions of huma'ns. There- 

fore,  the or ientat ion cues the eye w i l l  provide depend 

upon the visual  and motion conditions i n  t h e  rnan-environ- 

ment system, and the dynamic charac te r i s t ics  of t he  sensors 

involved i n  sensing spatial or ientat ion.  

5.1 COPPPROL OF LATERAL EPE MOVEMENTS 

The eye movement control system ro ta t e s  the  eye i n  

order t o  maintain the image of an object of f ixa t ion  upon 

the  ret ina.  A displacement of t h i s  image is  caused by the 

motion of the visual  ta rge t  and by ro ta t ions  of the head 
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on the body. 

t o  these motions w i t h  two d i f fe ren t  modes of eye movements: 

tracking and compensatory movements. 

follow the moving ta rge t  i n  the visual f i e l d ,  Compensatory 

eye movements r o t a t e  the eye i n  a direct ion opposite t o  the 

The eye movement control system w i l l  respond 

Tracking eye movements 

ro ta t ion  of the human body. 

The eye has ro ta t iona l  freedom with respect t o  the  

skull and the sku l l  as a whole may ro t a t e  w i t h  respect t o  

the trunk with the neck as a pivot. Accordingly, the eyeball 

may be considered as mounted on two gimbals with limited 

freedom of motion w i t h  respect t o  the trunk. 

Rotation’of the whole gimbal system or  r e l a t ive  rota- 

t i o n  between the head and the trunk w i l l  cauge compensatory 

eye movements , Angular accelerations stimulate the semicir- 

cular  canals and ro t a t ion  of the head upon the t runk  exci tes  

receptors i n  the neck. 

are involved i n  the  eye movement control system: 

Consequently three motion sensors 

the eye, 

the semicircular canals and *he receptors i n  the neck. 

The schematic diagram i n  Fig. 5.1 shows the multi- 
L 

input feature of the eye movement control system. 

c i rcu lar  canals and the  r e l a t ive  ro t a t ion  sensi t ive,  neck 

The semi- 

receptors are the sensors which provide information about 

skul l  motion In space. 

not compensated by an opposite eye movement, w i l l  r e s u l t  i n  

Since any ro ta t ion  of the head, i f  

image displacement on the re t ina ,  the motion information 

does not need any processing and i s  fed d i r ec t ly  i n t o  the 

motor end of the eye control servomechanism t o  i n i t i a t e  
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immediate compensatory eye movements. 

branch of the  control loop responds t o  an e r ro r  between the 

actual  image of a f ixa t ion  point on the r e t b a  and i ts  

Zlhe tracking movements 

desired location. 

The study of the  eye movement control system presented 

i n  th i s  chapter investigates the response of the system i n  

the presence'.'of r e l a t ive  ro ta t ion  about the ve r t i ca l  ax is  

between the human and the environment, Previously, t h i s  

control system has been investigated fo r  horizontal eye 

tracking movements. 177 Although compensatory eye movements 

a t t r ibu ted  t o  the  vestibular system are  reported i n  the 

l i t e r a t u r e ,  a detailed frequency response measurement of 

them has not been presented. 96,135 

The experimental work here is  a frequency response 

study of the eye movement control system f o r  horizontal eye 

movements. By investigating the separate control loops 

(except f o r  the  visual tracking branch) and t h e i r  combina- 

t ion,  a complete mathematical model of the system is  

obtained . 
Rotation of the  human body and head can be sensed by 

the semicircular canals, the neck receptors, o r  both. The 

eye movements corresponding t o  inputs from these sensors &e 

presented as t ransfer  ntnctions from the Input vector t o  

the resu l tan t  eye motion. The system responses were also 

investigated when a visual f ixa t ion  was made t o  an object 

both i n  a ro ta t ing  and i n  an earth-fixed environment. 



5.2 COMPENSATORY EYE M m S  - VESPIBULAR STIplzoLATIdm 
The existence of compensatory eye movements accompany- 

ing periods of stimulation of the vestibular sensors has 

been documented extensively. 38,n,83,86 As discussed in 

Chapter 111, compensatory eye movements are considered as 

an objective measurement of the dynamic response of the 

semicircular canals. 

earth-fixed axis do not involve stimulation of the otoliths 

which exceeds the threshold level. 

movements during such rotations and in general are con- 

sidered to be controlled by the semicircular canals. 

Rotations of the body around a vertical 

The compensatory eye 

The phenomenon of compensatory eye movements maintained 

by stimulation of the vestibular sensors is known as vesti- 

bular nystagmus. This motion of the eye is characterized 

by a slow rotation opposite to the direction of rotation of 

the skull called the "slow phase'' and fast return i n  phase 

with the rotation, the "fast phase", While the slow phase 

i s  clearly f o r  image stabilization purposes, the sharp 

flick of the fast phase has been explained as a return to 

a new fixation point after a limit of travel o f f  the center 

position of the eye was reached. However, the nearly uni- 

form time intervals of the fast phase, and the randomness 

of the angular rotations prior to return suggest control of 

the central nervous system on it rather than caused by some 
saturation process. 59 
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3.2.1 The Cupular Model 

The frequency response of the horizontal semicircular 

canals indicate4 d-ic charac te r i s t ics  of  an angular velo- 

c i t y  meter over a range of two decades of" Frequencies (see 

Fig. 3.8). Thus image s t ab i l i za t ion  on the  r e t i n a  of the 

eye during periods of head ro ta t ions  is  possible by control 

of the eye muscles through the vestibular system. 

fibers from the vestibular nuclei  of nerves ascend t o  reach 

the motor nuclei  of the eye muscles. 43176 

dynamics of the motor end of the eye are fast enough, the 

response of' the eye to the input from the semicircular 

canals w i l l  resemble the response of  the canals t o  the 

Indeed, 

Provided the 

input ro ta t ions .  I n  view of these considerations, the 

assumption about the  velocity of the slow phase of the 

nystagmus being propor t iona l  t o  the cupula def lect ion i n  

t h c c a n a l s  c red i t s  the system design of nature with the 

best capabi l i t i es  of image s tab i l iza t ion .  According t o  

t h i s  assumption, the expected k.equency response of the 

compensatory - eye movements, considering the slow phase 

motion only, can be evaluated a s  follows: 

A 

SZ 

where Eq. (5.1) is the  t ransfer  function of the aemicir- 

culm canals in-response t o  an input angle, y, of head 
, 
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ro ta t ion ,  The velocity of the slow phase is  assumed t o  be: 

S P  (s) = - A 9 ( ~ )  (5.2) 

w i t h  p as the cumulative eye posi t ion and the minus sign 

indicat ing eye movement opposite t o  the ro ta t ion  of the 

skull. A is the s e n s i t i v i t y  relating the eye -le, p ,  t o  

the cupula angle, 0 .  Consequently, 

S A  a -  
p (4 

(5.3) 

The term cumulative eye posi t ion i s  used t o  describe 

the t o t a l  compensatory t ravel ,  r e l a t i v e  t o  the skull, of 

the eye from a center position. The cumulative eye posi t ion 

i s  then the sum of a l l  the segments of slow phase motion 

put end t o  end by eliminating the e f f e c t s  of several  f ixa- 

t i o n  points introduced through f l i c k s  of the fast phase. 

An experiment t o  measure the t ransfer  function of the 

eye movements a t t r ibu ted  t o  stimulation of  the semicircular 

canals (Eq. (5.3)) was performed by the  author. The pre- 

ferred technique of measurement c a l l s  f o r  recording of eye 

movements of an open eye, I n  addition, experiments test- 

ing the curpular model f o r  compensatory eye movements must 
keep the subject mentally alert throughout the  test period, 38 

a )  Method: A moving base simulator driven sinusoidally 

about the earth ve r t i ca l  axis (Ye) was used as the moving 

platform f o r  these experimental se r ies .  The sub3ect was 
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seated in the hooded cab, his  head i n  the axis of ro ta t ion  

and kept i n  normal upright posit ion by a biteboard, affixed 

t o  the moving cab so as t o  eliminate any neck movements 

during rotat ions.  

measured by a noa-contact method based upon detection of 

the difference i n  re f lec ted  light from the sc le ra  and *he 

iris on both s ides  of one eye. 

movements monitor with a l inear  range of f15' and a resolu- 

t i o n  of @lo, mounted on glasses worn by the subject was 

used fo r  the en t i r e  series of experiments described in 

t h i s  chapter. To comply with requirements of complete 

darkness in the cab (elimination of visual  f ixa t ion  point) ,  

the necessary Illumination of the eye b a l l  was achieved by 

an infrared l i gh t ,  Recording of the cab posi t ion and eye 

movements were taken continuously during the experiments. 

Three subjects par t ic ipated i n  the experlmen5al aeries dis -  

cussed i n  this  obapter. 

1 

Eye movements r e l a t ive  t o  the skull were 

A commercial model o f  an eye 

b) Results and Discussion: The p ro f i l e  of' frequencies 

and corresponding amplitudes of the  Input ro ta t ion  are  

given i n  Fig, 5.2 

angular accelerations constant f o r  high frequencies. 

is a recording taken fo r  f = 0 0 , 5  cps. The upper t race  is the 

vestibular nystagmus measured r e l a t ive  t o  the skull, cumula- 

t i ve  eye posi t ion i s  shown i n  the middle, and the lower 

t race '  i s  the input posi t ion of the cab. Note the clear  

This pro f i l e  i n  e f f ec t  kept the peak 

Fig.5.3 

sinusoidal shape exhibited by the  cumulative eye position. 

With suff ic ient  care exercised, t h i s  method of analysis 
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rendered sinusoidal input-output relations for the whole 

spectrum of input frequencies (0.03 cps - 2.0 cps), 

fore, adequate information on the transfer function from 

input angular velocity to the compensatory eye velocity in 

terms of amplitude ratio and phase angle was obtained. 

This data is summarized in Fig. 5.4 which presents the 
experimental results along with a minimum phase transfer 

function fit to them. This relationship is given by: 

There- 

eye velocity (5s) - 3.2 s 
(50.4) - - 

input angalar velocity (s) (8~+1)(0.04~+1) 

It is found that the break frequencies of the cupular 

model for objective measurement are displaced with respect 

to evaluation based on subjective perception (see Chapter 111, 

Sec. 3.2). However, the important finding is concerned with 

the gain of the transfer function, or the ratio between the 

compensatory eye Velocity and the skull velocity. This 

factor determines the extent of image stabilization upon 

the eye which can be achieved by the vestibular system, 

while angrllar accelerations are applied on the body as a 

whole. In contrast to a common presentation which assumes 

temporal (between two consecutive fast phase movements) 

preservation of a stationary picture by the eye, the compen- 

sation measured in these series of experiments is only 

fractional. Over a wide range of input frequencies (see 

Fig .  5.4) the eye compensatory velocity is about 40 per 
cent of the angular velocity of the skull with respect to 
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the environment. 'pwo other publications support this find- 

ing: the initial eye velocity responding to a step of 

angular velocity was found to be: (1) 43 per cent of the 
stimulus ; lo2 (2) 45 per cent of the stimulus. 101 

The significance of the results presented here is far 

reaching. Since the angular velocity of the skull is not 

completely matched by the relative velocity of the eye 

with respect to the skull, the image upon the retina is 

not stationary but moves in the direction of rotation, 

Accordingly, one has to conclude that the vestibular system 

alone, or more specifically, the semicircular canals cannot 

achieve space stabilization of the eye when the skull, 

together with the body, undergoes passive rotations. 

5.2.2 Environmental Fixation 

~ The block diagram in Fig. 5.1 shows that the vest,ibular 

branch and the tracking path of  the eye movement control 

system are activated when the subject is rotated and the 
has a visible fixation PO in* . If the fixation point 

rotates with the subject, this is an environmental fixation. 
The situation corresponds to the common condition of travel 

in a manuevering vehicle whose Interior is fully illuminated 
and the view of the external world is obscured. The fixa- 

tion point is stationary with respect to the traveller. 

However, its image upon the retina will move due to the 

compensatory eye movements initiated by the stimulated 

semicircular canals. 

_ I  

The expected eye movements will 
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exhibit  a saw tooth pattern, where the eye is  deviated from 

i t s  mean posit ion by the vestibular branch and returned t o  

it by visual .tracking. 

Experimentally, the proper enviroment was simulated 

by illuminating the inside of the cab of the moving base 

simulator, Otherwise, the experimental conditions were 

maintained as i n  Sec. 5.2.1 with the subjects instructed t o  

maintain f ixa t ion  upon a crossed marker mounted i n  the  cab 

a t  eye leve l  and four f e e t  away. 

Fig. 5.5 i s  a record taken a t  f = 0.5 cps. On the 

upper trace,  one can distinguish the  nystagmic beats 

changing from le f t  t o  r i g h t  every cycle. 

voluntary f ixa t ion  the control system maintains the mean 

eye posi t ion fixed with respect t o  the skul l ,  Consequently, 

Note that by 

the image of the ro ta t ing  environment i s  kept approximately 

s ta t ionary  on the retina. For t h e  spectrum of  frequencies 

examined i n  this  ser ies ,  the eye remained within kO.5O of 

i t a  mean positbbn. 

5,2.3 Earth-fixed Fixation Point 

If an object i n  the non-moving surroundings i s  f ixated 

upon, the control system of the eye w i l l  maintain i t 8  image on 

the re t ina ,  provided the l i m i t s  o f  angular t r ave l  of the eye 

were ,not exceeded. Physically, the description applies t o  a 

human i n  a ro ta t ing  vehicle and attempting t o  look a t  a given 

spot outside it. The vest ibular  compensatory eye movements 

and the tracking path of the control system a re  i n  
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phase f o r  these conditions. 

t o  keep the f ixa t ion  point image stationary,  

Therefore they are combining 

Experimentally, by removing the hood from the cab of 

the moving base simulator and illuminating the surroundings, 

a duplication of  the described conditions was achieved, 

crossed marker was taped t o  the wall of the room 8 f e e t  

away from the subject and a t  h i s  eye level.  

was instructed t o  maintain f ixa t ion  upon the marker 

A 

- 

The subject 

throughout the experiment. 

A record taken a t  f = 1.0 cps is shown i n  Fig. 5.6. 

Note the regular i ty  of the eye position, t racing a perfect 

sinusoid, a feature  observed for  a l l  the frequency range 

(0.03 cps - 2.0 cps) of the experiment. 

response of the eye movement control system with ear th-f i ied 

f ixa t ion  point is  presented i n  F i g .  5.7. Perfect compensa- 

t i o n  of amplitude is achieved over the range of two decades 

of frequencies approximately, w i t h  the phase lag, however, 

increasing rapidlf beyond0.5 cps. These r e s u l t s  point  out 

The frequency 

c 

the capacity of the control mechanism t o  maintain a s ta t ion-  

ary reference f o r  the visual system i n  presence of d i s tur -  

bances i n  the form of  vehicle rotations.  The observatron 

holds as long as the l i m i t  of  ro ta t ion  of the eye has not 

been exceeded during the ro ta t iona l  maneuver. 

5.3 COMPENSATORY E!i% MOVEXENTS .. NECK PROPRIOCEF'TORS 

The ro le  of neck receptors as a source of compensa- 

t o r y  eye movements has been suggested by physiologists i n  

a 
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ear ly  l i t e r a t u r e .  54 

recorded while the neck was bent, but the va l id i ty  of the 

observation is  questionable since the vestibular system of 

the animal was also stimulated i n  the process. For man, 

the only experiment intended t o  i s o l a t e  the  e f f ec t  of neck 

I n  the rabbit ,  eye movements were 

& 

receptors upon eye movements is reported i n  the l i t e r a t u r e  

back i n  1928, The conclusion the author reached there 

maintains that  fo r  the experimental condition of f ixed 

head and moving trunk, the  corresponding eye movements 

were small. 54 

If compensatory eye movements a r e  produced, the 

at lanto-axial  j o in t s  of the neck and the muscles pa r t i c i -  

pating i n  the r e l a t i v e  head-trunk ro t a t ion  (see Appendix C )  

have t o  contain the nerve endings which control the oculo- 

motor muscles. 

no d i r ec t  pathway from the nerves of the neck j o i n t s  and 

Unlike the nerves of the vestibular system, 
\ 

muscles t o  the motor nuclei of the eye has been ident i f ied  

yet .43 Nevertheless, through central processing or a feed- 

back path t o  the vestibular nerverg a t i e  pathway of inner- 

vation from the neck receptors t o  t h e  eye muscles is, i n  

a l l  probabili ty,  established. 

The experimental setup f o r  the vest ibular  stimulation 

(Sec. 5.2.1) was rearranged t o  allow ro ta t ion  of the trunk 

while the head is  kept still .  The subject was seated i n  

the cab of the simulator with the ve r t i ca l  axis of i t  run- 

ning along the neck. 

t ionary infrared l i g h t  source. With the skul l  f ixed t o  the 

H i s  eye was illuminated with a sta- 
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stat ionary gimbal of the simulator by a b i t e  board, care 

was exercised t o  provide ro ta t ion  of the trunk that i s  

f r e e  of bending. 

As seen i n  Fig, 5.8, d i s t i n c t  compensatory eye move- 

ments a re  recorded f o r  sinusoidal ro t a t ion  of the trunk, 

The experimental record is f o r  input frequency of 0,6 cps 

and the input amplitude is k13.5 degrees, 

eye posi t ion shows an angular t r ave l  of  the eyeball of 

f 1.0 degrees. 

!CQe "cumulative" 

Examination of the recording emphasizes two character- 

i s t i c  features of the  eye motion: 1) eye movements resemble 

vestibular nystagmus with slow and fast phases; 2 )  the eye- 

ball is driven i n  phase with the motion of the trunk, The 

' l a t te r  observation i s  indeed i n  agreement w i t h  expected 

compensation f o r  normal head on body ro ta t ions ,  

of the trunk t o  the l e f t  with head fixed corresponds t o  

Rotation 

ro t a t ion  of the head t o  the r igh t ,  while the trunk is  

stationary. For these relative angular rotations, the 

compensatory motion of the  slow phase should be t o  the 

l e f t  as i s  the case at  hand. 

The frequency response of the  experimental data from 

input angular veloci ty  t o  compensatory eye velocity is  

shown i n  Fig, 5.9 

ments recorded t o  be extremely small for frequencies above 

Examination of it f inds the eye move- 

2.5 rad/sec, However, the amount of compensation r i s e s  appro- 

ximately t o  the vestibular l eve l  ( i n  the  range 0.02 cps - 4.0 

cps) at  frequencies below 0.6 rad/sec. A theore t ica l  f i t  t o  
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the data, i n  the form of a lag-lead network is  given by: 

eye velocity ( 8 )  .325 (l+a438) - (5.5) - - 
input angular velocity ( 1  + 1.74s) 

This se r i e s  of experiments established the r e l a t ion  of 

compensatory eye movements t o  stimulation of the neck pro- 

prloceptors. Their t ransfer  function, approximated by 

Eq. (5.5) indicates  eye ve loc i t ies  from D.C. t o  about 

1 rad/sec comparable i n  amplitude t o  the ve loc i t ies  measured 

. \  

In  response t o  stimulation of the semicircular canals 

(0.02 cps t o  4 cps), 

t o  the two branches of  the control system differ ra ther  

radical ly ,  While eye velocity due t o  the vest ibular  branch 

leads the  input velocity f o r  the spectrum of frequencies 

However, the phase r e l a t ions  a t t r i bu ted  

under consideration, the compensatory motion by proprio- 

ception lags the input rotat ion.  

5.3.1 Environmental and Earth-fixed Fixation Points 

The study of the simultaneous stimulation t o  the neck 

proprioceptors and the tracking branch of the  eye movement 

control system i s  of a d i s t i n c t  academic in t e re s t ,  since 

these conditions are not encountered i n  r e a l  l i fe .  However, 

the experimental evaluation of eye movements i n  the presence of 

an environmental o r  earth-fixed f ixa t ion  point can provide 

data f o r  fur ther  validation of the model of the control 

system. Experimentally, the environmental f ixa t ion  i s  

achieved by illuminating the i n t e r i o r  of the rotat ing cab 
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of the simulator, while s t i l l  maintaining the head fixed t o  

the s ta t ionary gimbal of it, 

system c a l l s  fo r  sinusoidal eye movements, w i t h  the  main 

contribution being that  of visual tracking. 

ceptive drive of the eye i s  negligible f o r  frequencies 

The response of the control 

Since proprio- 

above 0.4 cpe, t he  regular i ty  i n  tracking movements should 

deter iorate  with increase i n  frequency i n  a manner similar 

t o  the movements recorded f o r  tracking only. 177 The record 

shown i n  Fig, 4,hO i s  f o r  eye mwements w i t h  environmental 

f i xa t ion  a t  f = 0.8 cps. 
I 

When the input frequency is  ra i sed  

further, the Fourier s e r i e s  of the response contain sizabae, 

tern-s besides the f'undamental, 

With earth-fixed f ixa t ion  point during stimulation of 

the neck receptors, the eye is  driven t o  maintain i t s  mean 

posi t ion constant r e l a t i v e  t o  the skull. Therefore, at  low 

frequencies, the visual  tracking loop should correct fo r  

compensatory movements driven by the proprioceptors, and a t  

high frequencies the tpacking loop prevents eye d r i f t ,  

Eqamintation of  Fig. 5.11, which presents movements w i t h  earth- 

fixed f ixa t ion  point a t  f = 0.2 cps, supports t h i s  notionrof 

response of the eye movement control system. The t o t a l  

t rave l  of the eye*f'rom i ts  center posi t ion i s  9.5 degrees, 

while the  "cumulative" eye posi t ion f o r  the same conditions 

without a f ixa t ion  should have been i2.0 degrees, 
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5.4 COMPENSATORY EPE MOVEMEN!PS 

PROPRIOCEPTORS STIMULATION 

- VESTIBULAR AND NECK 

Frequent movements of the human involve ro t a t ion  of 

the head while the eye i s  f ixated upon a given object i n  

the visual f ield.  During these ro ta t ing  motions, the ves- 

t i bu la r  system and the neck proprioceptors a re  stimulated. 

Therefore, the accompanying eye movements are due t o  all 

three of the motion sensors, the eye, the semicircular 

canals and the neck proprioceptors. The compensation 

achieved fo r  these circumstances is a measure of the m a x i -  

mum capabi l i ty  of the eye movement c'ontrol system t o  pre- 

serve a stationary reference on the eye. 

One should raise the question whether the control sys- 

t e m  i s  l i nea r  over the spectrum of frequencies-measured i n  

these s e r i e s  of experiments. If affirmative, the compen- 

satory eye movements f o r  combined stimulation of the three 

motion sensors w i l l  be the vector ia l  sum of the individual 

contributions by the semicircular canals, the neck proprio- 

ceptors, and visual tracking, The impsrtance of the concept 

of  l i n e a r i t y  of the  control system i s  far reaching. By 

v i r tue  of it, compensatory eye movements a re  predictable 
. 

Just  on the basis of the data on the environmental condi- 

t ions  and a mathematical model of the control system. 

Evidently, the  crucial  experiment t e s t ing  the  l i n e a r i t y  

of the system is  f o r  combined stimulation of the semicir- 

cular  canals and t he  neck proprioceptors i n  the absence of 

visual  f ixation. 
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a)  Method: The subject was accomodated i n  a chair 

wi th  h i s  back supported i n  upright posit ion,  

f i t t e d  wi th  an adjustable Mad band which carr ied a small 

infrared l ight .  A potentiometer wi th  i t s  case s ta t ionary 

and its slider i n  the head band was used t o  measure head 

position. The experimenter, by counting throughout the 

experiment, provided the beat according t o  which the subject 

ro ta ted  h i s  head, simulating sinusoidai rotation. 

experimental s e r i e s  was carr ied through in a dark room. 

b,) Results and Discussion: The recorded data w a s  

H i s  head was 

The 

analyzed by reuonstructing the cumulative eye posi t ion 

r e l a t i v e  t o  the head and measuring the respective amplitude 

r a t i o  and phase l ag  a t  any given frequency. ABode p lo t  of 

the  r e s u l t s  with one standard deviation around the mean i s  

presented i n  Fig. 5.12, The sum of the eye-semicircular 

canals t r ans fe r  function (Eq. (5.4)) and the  eye-neck pro- 

priocdptors t ransfer  function (Eq. (5.5)) i s  also shown in 

Fig. 5.12 represented by i ts  straight l i n e  approximation. 

The a m  of Eq. (5.4) and Eq. (5.5) is given by: 

eye velocity (5) - 
input angular veloci ty  (5 )  

-0.325 (19.2s + l ) ( l . U a  .C 1)(0.0067~ + 1) 
3. 

(8s + 1)(1.74s + 1)(0.04s + 1) 

Examination of Fig. 5. shows complete agreement 

between the experimental data and the predicted response 
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from the separate t ransfer  functions f o r  the vestibular 

system and the neck proprioceptors. Therefore, the eye 

movement control system is  a l inear  system a t  l e a s t  over 

the range of frequencies tested here ((LO3 cps t o  2.0 cps). 

Since the amplitude r a t i o  is  betweenO.35 andO.55 fo r  the 

frequency range from 0,02 cps t o  2 cps, the compensation is 

only pa r t i a l  and the preservation of a s ta t ionary image on 

the retina without the par t ic ipa t ion  of visual tracking i s  

impossible. The r e l a t i v e  contribution of the vestibular 

system i n  the resu l tan t  compensatory eye movement i s  la rger  

compared t o  tha t  of the neck proprioceptors at  frequencies 

above42 cps while below it, the e f f ec t  of both systems i s  

approximately equal. 

3.4.1 Environmental and Earth-fixed Fixation Points 

Rotations of the sku l l  i n  the  presence of a f ixa t ion  

point is the  most common pa t te rn  of maneuvers, during which 

the eye movement control system i s  cal led upon t o  s t a b i l i z e  

the  eyeball on a given object. For such rotat ions,  a l l  the 

loops of the control system are activated,  thus the response 

of the system i s  the ultimate of s t ab i l i za t ion  the eye can 

achieve. 

Experiments done here show the t o t a l  t r ave l  of the eye 

i n  the  presence of an environmental f ixa t ion  point t o  be a t  

the m a x i m u m  of 9.5degrees. 

the frequency response of the control system shown i n  

Fig. 5.13 exhibi ts  good compensation capabi l i t i es  over the 

And f o r  earth-fixed f ixat ion,  
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whole spectrum of frequencies up t o  2 , O  cps. The phase 

angle f o r  visual tracking of predictable sinusoids 177 is  

also shown on Fig, 5.13. Note the d i s t i n c t  contribution of 

the vestibular system and the neck proprioceptors i n  reduc-' 

ing the phase l ag  of the eye a t  high frequencies. 

5.5 STABILIZATION OF EYE POSITION IN SPACE 

The eye movement control system as presented i n  the 

block diagram of Pig. 5.1 consists of three branches, each 

of which contributes t o  the control of the eyeball posi t ion 

r e l a t i v e  t o  the sku l l  and the environment, The compensatory 

eye movements attributed t o  the vestibular system and the 

neck proprioeeptors are of the nature of r e f l ex  response8 

\ 

with no voluntary control upon them. 

on the other hand, depend upon the wish t o  maintain a cer= 

t a i n  object, i n  the m e d i a t e  vicini ty ,  under observation. 

Tracking movements, 

Regardless of their  origin,  eye movements during periods of 

motion disturbances a re  controlled t o  keep the eye posi t ion 

s ta t ionary w i t h  respect t o  an environment which is  judged 

as s ta t ionary too. 
- 

Table 5.1 summarizes qua l i ta t ive ly  the experimental 

r e s u l t s  obtained i n  the se r i e s  of experiments performed 

here. I n  the presence of f ixa t ion  points, ro ta t ion  of' the 

skull w i t h  respect t o  the body or ro ta t ions  of the body as 

a whole, tend t o  displace the s ta t ionary picture  observed 

by the eye, The experiments show that '  the eye is  stabillze,d 

i n  apace within degrees when the f ixa t ion  is on the 
_. 
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moving surrounding. And f o r  an earth-fixed f ixat ion point, 

the  eye compensates with essent ia l ly  a constant amplitude 

r a t i o  and miniBlal phase lag  i n  response t o  input frequencies 

of ro ta t ions  up t o  2 'cps .  Big. 5.14 is  the mathematical 

model f o r  the horizontal  eye movement control mechanism. 

It incorporates the  visual  tracking model proposed by 

Young177, and the dynamic charac te r i s t ics  of the semicir- 

cular canals and the neck proprioceptors, when re la ted  t o  

compensatory eye movements as measured here. The l i n e a r i t y  

of the summing point pr io r  t o  the motor mechanism of the 

eyeball was established experimentally f o r  addition of -  ves- 

t i b u l a r  and proprioceptor signals. Therefore, the asswmp- 

t ion of additive property f o r  the  visual  tracking branch 

too is plausible and experiments show quant i ta t ively such 

behavior 

The eye movement model was simulated on an EA1 9348 
computer and the  resporise of the simulated system waa oom- 

pared w i t h  the experimental results. The model reproduced 

very well the rsleasured eye movements i n  the presence of 

visual  f ixation. Without this fixation, the " cumulativew 

eye posit ion only ("fast" phase was not simulated) was 

obtained.' 

The performance capabi l i t i es  of the eye as an orien- 

t a t i o n  sensor can be derived from the model presented here 

f o r  any maneuver involving ro ta t ion  around a v e r t i c a l  axis. 

Comparison of eye movements with an ear th  f ixat ion point, 

with &d without the par t ic ipa t lon  of the vestibular system, 
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i n  the control loop out l ines  the contribution of t h i s  system 

toward s t ab i l i za t ion  of the eye. With the vestibular 

system s t b u l a t e d ,  eye movements a re  smooth and regular, 

f r e e  of harmonics. When the vestibular system is  unsti- 

mulated, eye movements' wave shape loses similarity t o  the 

input sinusoid f o r  frequencies above48 cps, The visual  

tracking loop alone, which is a posit ion control system, 

shows s i m i l a r  d i s tor t ion  of the wave shape of eye movements 

f o r  high input frequencies. 177 However, with the vest ibular  

system stimulated and with visual  f ixat ion,  the wave shape 

regular i ty  of eye movements is  preserved f o r  input frequen- 

cies close t o  2.5 cps. 

sidering the semicircular canals 8s angular velocity meters, 

one can conclude that the vestibular system provides the 

I n  view of these findings and con- 

r a t e  information for the  eye movement control system, while 

the visual  t r a c k h g  monitors mainly the deviation of the 

eye from a given f ixa t ion  point,  



CHAPTER VI 

SIMPLE HfWUAL CONTROL SYSPPNS W I T H  X m I O N  INPUTS 

A manual control system is a closed loop system i n  

which the human operator attempts t o  reduce the system 

error.  I n  a single  axis, compensatory tracklng loop, the 

operator perceives the system er ror  only and a f f ec t s  the 

system output by manipulating a control s t i c k  (Fig, 6.1). 

The mathematical representation of the operator s response 

for a given task is generally assumed t a  f i t  a quasi-linear 

description. 129850 Thus, the model of the human operator 

contains a "describing function" l i nea r ly  correlated with 

the system error, and an additive remnant uncorrelated with 

it. 

t o  the system inputs and t o  the controlled elements pro- 

vides the manual control systems with a desirable flexibi- 

l i t y .  However, t h i s  feature  a l so  prevents a unique pre- 

The a b i l i t y  of the human operator t o  adapt h i s  response 

sentat ion of the t ransfer  charac te r i s t ic  of the operator 

since hi8 dynamic response is  a function of the control sys- 

tern parameters. Nevertheless, a tabulation of describing 

functions f o r  various system conditions, is  of great impor- 

tance t o  the preliminary design of  manual control systems. 

! 
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6, l  THE VESTIBULAR SYSTEM AS AN IlQPuT C " E L  IN MANUAL 

CONTROL SYSTEMS 

me human operator i n  a vehicle or ientat ion control 

loop receives the necessary information f o r  h i s  control de- 

cisions through a visual  display, by motion sensing, or  by 

means of audio communication. Describing functions have 

been obtained by others fo r  manual control systems i n  a 

single axis compensatory task w i t h  visual input and manual 
output covering a wide c lass  of controlled elements. 129 

I n  a vehic)le control loop, the operator always receives 

motion inputs when seated i n  the vehicle. The e f f ec t  of 

these motion cues on the operator's charac te r i s t ics  I s ,  i n  

general, acknowledged. 15* ' 53 However, t h e i r  contribution 

t o  the operator 's  ab i l i t y  t o  generate lead compensation and 

t o  s a t i s f a c t o r i l y  control a closed loop system have not 

been assessed p r io r  t o  t h i s  investigation. 

Consider the r e s t r i c t e d  case of control of vehicle 

or ien ta t ion  t o  a s ta t ionary reference frame. Nonvisual per- 

ception of motion i n  the human is provided by the vest ibular  

8ensor8, supplemented by t a c t i l e  and kinesthet ic  sensations, 

The vest ibular  sensor8 perceive the resu l tan t  mgullnr accel- 

eratio& and spectific forces acting on the man i n  the vehicle. 

The motion 3nputs the operator senses are, therefore, cm-  

pa t lb le  w i t h  the def in i t ions  of a compensatory tracking task 

f o r  a stat ionery reference. 

Veh'icle motions combine ro ta t ions  and t rans la t ions  sti- 
mulating both the semicircular canals and the o to l i t h s .  
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However, an experimental s i tua t ion  can be simulated where 

motions a re  c l a s s i f i ed  according t o  three  categories: 

1 )  

translation; and 3) ro ta t iona l  motion with respect t o  the 

gra+ity vector. Under these simulated conditions, angular, 

l inear ,  or  combined accelerations are perceived by the 

human, They provide the desired separation between the 

or ientat ion information of the semicircular canals and the 

o t o l i t h s .  

pure ro ta t iona l  motion i n  the horizontal plane; 2) pure 

I n  a typ ica l  manual control system, the human operator 

w i l l  attempt t o  maintain some reference or ientat ion in the 

presence of a disturbance, The block diagram i n  Fig. 6.2 
represents the manual control system simulated f o r  t h i s  

s t u w  of the vest ibular  system i n  simple, compensatory 

tasks, The dynamics of the vehicle i n  the system were a 

single  integration, presumably the optimum one for the 

operator t o  control. I n  t h i s  system, operator s t i c k  dis- 

placement is proportional t o  vehicle velocity,  

operator may have three  modes: visual,  motion, or  combined, 

He  attempts t o  control his vehicle t o  a present reference 

i n  the presence of or ientat ion disturbances, 

The human 

The charac te r i s t ics  of the hwnan operator i n  these 

manual oontrol systems were analyzed i n  terms of quasi- 

l i nea r  describing functions. 

outlined i n  Appendix D defines the t ransfer  function of the 

human operator as : 

The ident i f ica t ion  teohnique 
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crosB power spectral  density of input and 

operator 's  output and 

cross power spectral  density of input and 

system error.  

For the experimental manual oontrol system, the input is  

the noise disturbance, and the systen e r ror  is the devia- 

t i o n  of the vehicle or ientat ion from the refebence. 

sure  of the s imi la r i ty  of the human operator 's  t ransfer  

charaoter i s t ics  t o  a l i nea r  element is provided by the Isquare 

A mea- 

of the l inear  correlation, 

J 

@ c c ( 4  = 

, given by: 

the  remnant power spectral  density, 

the input (disturbance) power spectral  

density, and 

the human operator 's  response power 

spectral  density. 

p near uni ty  implies that the operator 's  A vklue of 
4 

remnant' is mall eompared w i t h  h i s  output, which is come- 

1at;'ed w i t h  the system error.  I n  a manual control system with 

a s tochast ic  disturbance, t o  avoid prediction, the measured 

operator 's  charac te r i s t ics  are closely approximated by the  

caloulated t ransfer  functions. 
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The disturbanoe input i n  t h i r  experimental aer ies  was 

fi l tered Qauaian noiae, generated by a noiae generator, with 

a constant power epectral  density from D.C. t o  50 cps. This 

noise was shaped w i t h  two oascaded first order filters, with 

corner frequencies atO.15 cps, while i t 8  m8 amplitude was 

adducted f o r  each experimental condition. 

I 

6.2 A " W A L  CCWTROL SYSEM WrJCH PURE HORIZONTAL ROTATION 

Rotation of a vehiole about the gravi ty  vector (Paw) 

is a crontrol s i tua t ion  where the  o to l i t h s  can be maintained 

unstimulated by l i nea r  accelerations, except f o r  the ever 

present gravi ty  field, If the head of the subject is  

placed in  the axis of ro ta t ion  of the sirnulator, and main- 

ta ined fixed with respect t o  the moving cab, the centrlf'u- 

gal and the tangential accelerations arising from the rota-  

t iona l  motion can be minimize8. 

The block diagram of Pig .  6.2 points C-o three modes fo r  

the hman operator, a l l  of which were inveotigated here: 

1) 

base contra1 system; 2) 

visua l  display; and 3) 
lar aenaation of motion. 

visual  dieplay with no motion, corresponding t a  a fixed 

ves t ibUar  Information with no 

combined visual  display and vestlbu- 

a) lethob: Manual aontrol of att i tuUe was performed 

driving a moving base simulator about i t s  ve r t i ca l  axis. 

I n  the ro ta t ing  cab of the s b u l a t o r ,  an oscilloscope dis-  

playing a ver t i ca l  l i n e  provided the visual,  compenaatory 

Input; The operator, strapped t o  h i s  chair, had h is  head 
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supported with a headrest, He exercised control on the sys- 

tem with a lightweight, spring restrained, l inear  s t ick,  

mounted beside his  seat f o r  r lght  hand manipulation. The 

experlmental parameters were: 

whlte noise disturbance - 15' m s  

visual  display - 2/15 inch/degree of ro ta t ion  

control gain - K =&5 deg/secr/degree of s t i c k  

s t lck - l inear ,  with maximum t rave l  of #5O, correspond- 

i n g  to velocity eagrmand of f22.5 deg/sec. 

In  visual  and combined modes the operator was instructed 

t o  maintain his init ial  orientation. Taro different  operator 

tasks  were experirnented with, fo r  motion tracking only: 

keep the vehicle on course; and 2) to  keep the vehicle sta- 

1) to 

tionary. 

whether or  not a correction f o r  accumulated d r i f t ,  off  

The difference between these instyuctions is 

course, should be introduced by the operator. 

Three subjects were used f o r  t h i s  experimental ser ies .  

They had previous experience i n  operating manual control sys- 

tems and were trained f o r  the experimental tasks, Each sub- 

ject  was scored on 10 runs of  90 seconds duration fo r  each 

experimental condition. 

b) Results:' For each run of the visual  and visual- 

motion tracking, the noise disturbance, system error ,  opera- 

t o r ' s  output, and integrated s t i c k  output were recorded on 

magnetic tape, converted t o  d i g i t a l  form, and processed by 

an IBM 7094 d i g i t a l  camputer. 

the human operator were determined by the ident i f ica t ion  

The describing functions fo r  



procedure outlined i n  Appendix D. 

for each subject ylelUlng the laem amplitude r a t i o  am3 the 

These r e s u l t s  were averaged 

phase -le versus frequency. Standard deviation of these 

were also evaluated. me osr re la t ion  coeff ia ient  at  any ’ 

glven frequency was determined. Results with f 2<0.75 

were dropped because the assumption of quasi-l inearity 

becomes poor, 

crlbing Aznotions i n  terns  of amplitude r a t i o  and phase 

angle over the frequencies from 0,056 cps t o  0,8 cps for 

each subject. 

This procedure provided experimental dea- 

The describing f’unctloas were teated fo r  inter-subdect 

differences which were not found t o  be aignif icant  (P>O.lOO). 

Following this  observation, a theoret ioal  f i t  t o  f;he averaged 

experirnental data #&e obtained w i t h  the results summarized 

below: 

= 0.075 
Z G  

visua l  input ~ ~ ( 8 )  = 

‘ 12 ( t )  (6 .3 )  

= 0,050 
-0 1s 

visual  and Y (a )  = 

(6.4) 
P . l5s+ motion 

Input 

The describing function obtained fo r  visual input i s  
i n  good agreenent with r e s u l t s  published previously. &9, 148 

A t  frequencies up t o  0.2 cp8, the data agree with that of 

Russell , 148 For larger frequencies, the operator% phase 
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lag  follows closely the r e s u l t s  of Hall, 89 
used input noise comparable t o  the disturbance input here, 

The experimental compensatory task, with motion sens- 

ing only, did not y ie ld  any meaningful r e s u l t s  i n  terms of 

describing functions fo r  the human operator. 

were unable t o  keep the simulator within i t s  t r ave l  limits 

(about f 35') fo r  periods ionger than 25 t o  30 seconds. 

During t h i s  time, the deviation of the cab off course in- 

creased a t  a steady rate between 1 and 3 degrees per second, 

with superbposed osc i l la t ions  representing the control ac t i -  

v i t y  of the operator i n  response t o  t h e  input disturbance, 

Note that  Hall 

Subjects 

c)  Discussion: The experimental describing functions 

and the i r  corresponding ana ly t ica l  approximations polnt out 

the s ign i f icant  contribution of motion cues t o  sa t i s fac tory  

performance i n  a manual control system. A considerable re- 

duction of operator phase lag is  noticed f o r  the moving base 

simulation r e l a t i v e  t o  the fixed base one-(Fig, 6.3). 

t he  analyt ic  t r ans fe r  f'unction th i s  reduction is expressed 

as a decrease in dead time delay from 0,2 seconds t o  0.1 

seconds. The describing functions a re  otherwise equal. 'Phe 

conclusion is  that the operator i s  able t o  reduce h i s  delay 

time i n  a manual control system where h i s  semicircular 

I n  

canals provide information on the  vehicle motion, compared 

t o  the delay i n  a system w i t h  visual display only, 

Since the semicircular canals are angular accelero- 

meters, they cannot detect  a constant angular velocity,  

T h i s  was demonstrated experimentally i n  the motion compensa&ory 
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task where the simulator d r i f t ed  away from the reference 

with approximately constant angular velocity. 

complete control of vehicle a t t i tude ,  including low f re-  

quency d r i f t ,  i s  impossible by only vestibular sensing of 

motion. However, when a visual reference is  provided, the 

information originating i n  the  semicircular canals is 

u t i l i z e d  by the human operator. 

that  over the frequency range f romQ1 rad/sec t o  10 rad/sec 

the canals a re  essent ia l ly  angular velocity meters. 

they are a source of r a t e  information f o r  the operator, 

which he apparently uses t o  generate lead compensation. 

6.3 

Therefore, 

It was previously shown 

Thus, 

MANUAL CONTROL SYSTEM W I T H  LINEAR MOTION 

I n  Section 6.2, the  observation was made that  the 

semicircular canals alone cannot be used as sensors i n  a 

manual control system. A similar statement i s  t r u e  f o r  

the o to l i t h s ,  the human spec i f ic  force sensors. The di f -  

f i c u l t y  a r i s e s  from the f a c t  that  the compensatory task 

assigned t o  the  operator i n  pure l i nea r  o r  ro t a t iona l  mo- 

t i o n  does not f i t  the sensing capabi l i t i es  of the vestibu- 

lar sensors. The o t o l i t h s  a re  insensi t ive t o  constant 

l inear  velocity. Consequently, a vehicle can dr i f t  away 

w i t h  constant l i nea r  velocity, and the operator i s  unable 

t o  perceive t h i s  motion, 

Experimentally, the operator was given velocity con- 

t r o l  on a l inear  motion simula%or (see Appendix B). The 

control system w a s  as shown i n  Fig. 6.2 with input noise 



disturbance of 10 feet,-rms, and K = 1,0 ft/sec/degree of 

stick, With motion inputs only, the operator could not 

maintain the simulator within its travel limits for more 

than 40 sec. 

6.4 CONTROL OF MOTION WITH RESPECT TO THE GRAVITY VECTOR 

The control of vehicle motion in roll stimulates 

both the semicircular canals and the otoliths. In this 

single axis task, the vehicle motion provides sufficient 

input information fo r  control by the human operator. The 

otoliths are sensitive to any angular deviations from the 

vertical gravity vector, and the semicircular canals sense 

angular rates, The manual control system permits compari- 

son of the effects of various combinations of inputs on 

the operatorts performance, 

a) Method: A single axis compensatory task was simu- 

lated on the moving base simulator driven about its roll 

axis. The visual input was an oscilloscope, displaying a 

line whose angle with the vertical corresponde& to the roll 

angle of the simulator. The operator was seated in the 

simulator as described in Sec. 6.2, 
The experimental parameters were: 

white noise disturbance - 20°rms 

visQal display - angle of display corresponds to 
error angle 

control gain - IC = 1.0 deg/sec/degree of stick 

stick - linear with maximum travel of t45' 



corresponding to  velocity ccanmand of f45 deg/sec 

dead tinre delay of visual  display - 1 sec 

The operator was instructed t o  maintain the simulator 

ve r t i ca l  throughout the experimental ser ies .  His perfor- 

mance was measured i n  the following control s i tuat ions:  

1) Rotation w i t h  respect t o  gravity - motion input 

with hard seat  

2)  Rotation with respect t o  gravi ty  - notion input 

w i t h  s o f t  sea t  

Rotation w i t h  respect t o  gravi ty  - motion input 3) 
and vlrsual indicator 

Rotation w i t h  respect t o  gravl ty  - motion input 

and delayed visual  indicator 
4) 

I n  comparing two control s i tua t ions  differ ing only i n  

the sea t  on which the operator sat, an attempt was made t o  

indicate  the  e f f ec t  o f  t a c t i l e  sensation on the operator 's  

performance. Similarly the study of the control loop w i t h  

v isual  indicator,  i n  phase w i t h  the  motion and delayedt was 

intended t o  separate the e f f ec t  of the  visual input from 

the contribution of t h e  motion cues. 

b) Results: me describing functions of the human 

operator i n  these control s i tua t ions  were measured and 

analyzed as described i n  Sec. 6.1. 

rnarized below: 

These r e s u l t s  are aura- 



motion input and s o f t  - .  

i2( t )  
= 0.046 

'(6.6) 

e"ct) 
yP(s)=5 - =0,044 motion and visual  inputs 

(6.7) 
XG 

In the control syartern with motion input and delayed 

visual  indicator,  the  visual  information was delayed with 

a dead time delay of 6ne second, 

reported that they disdarded t h i s  information since it i m -  

paired their  performance. The describing function of * the 

hman operator f o r  t h i s  condition, as well as others, was 

similar t o  t h i s  measured f o r  motion ingut with hard seat .  

Note the extentrof  oonpensation the operator achieves i n  

this control system, 

indicating a capabi l i ty  t o  compensate his phase lag f o r  

frequencies up to48 cps. 

All the three subjects 

His transfer function is  a pure gain, 

c )  Discussion: As described before, motion infoma- 

t ion,  In absence of visual  input, is  perceived by the vest l -  

bular sensors and the t a c t i l e  receptors. Here, in an 

attempt t o  demonstrate the e f f ec t  of the t a c t i l e  sensa- 

t i o n  on the  operator response, h i s  performance was meas= 

ured i n  two control tasks d i f fe r ing  only in the seat on 

which the  operator sat. In  one case, it was a very hard 

p l a s t i c  seat ,  i n  the other an extremely sof t ,  foam rubber 

cushion. The hardness of  the seat was believed t o  vary 
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the extent of  t h e  perceived t a c t i l e  sensation, The mea- 

sured describing f'unctions do not indicate any var ia t ion  

of performance between the  two control s i tuat ions,  Simi- 

l a r ly ,  the var ia t ion o f  the r a t i o  of' mean square e r ro r  t o  

mean square input i s  not s ignif icant  s t a t i s t i c a l l y ,  The 

conclusion is  that f o r  t h i s  experinsental s i tuat ion,  the 

t a c t l l e  sensation does not have noticeable influence on 

the operator's a b i l i t y  t o  perform h i s  task, 

A comparison of the  operator 's  charac te r i s t ics  i n  a 

system w i t h  v isual  and motion inputs, t o  those w i t h  no vis- 

ua l  input, does not show a s ignif icant  influence of the 

visual  input, S-ilarly, the f ac t  that the  operator was 

able t o  distinguish discrepancies between his  motion inputs 

and the visual  display, indicates  probably that  he moni- 

t o r s  the display, ra ther  than using it as an input. 

The experimental r e s u l t s  presented here demonstrate .. 
the dominant r o i e  of the vest ibular  sensor i n  the  perfor- 

mance of the  operator. I n  the simulated, manual control 

system, without spec i f ic  instrmctions t o  the subjects, the  

visual input is e i the r  disregarded, o r  used as a secondary 

source of information w i t h  small influence on the control 

decisions of the operator, Note that  the describing func- 

t i o n  of the operator i n  t h i s  control system simulated oh a 

f ixed base w i t h  visual input would have been approximately: 

3.5 .-0*2s(2.ks + 1) 
Yp = 

(3.15; + 1) 
based on the measurements described i n  Section 6.2. 
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The performance of the human operator i n  t h i s  vehicle 

control system is  approximately a pure gain (see Fig. 6.4). 

This approximation indicates  tha t  the human operator is  

able t o  compensate for  his dead time delay and other lags 

by vi r tue  of  sensing motion away from ver t ica l .  The mo- 

t i o n  inputs substant ia l ly  Improve the performance of the 

human operator compared t o  h i s  charac te r i s t ics  obtained i n  

a faxed base simulation, 

The charac te r i s t ics  of the human operator were mea- 

sured i n  a simple manual control of vehicle orientation.,  

It was ver i f ied  that the operator cannot use motion inputs 

alone fo r  sa t i s fac tory  control when his sensors do not re- 

ceive a constant reference stimulus, The ve r t i ca l  is the 
-I 

only reference with respect t o  which the human can estqblish 

his orientation, Therefore, the conclusion follows t h a t  

control of vehiole or ientat ion t o  the v e r t i c a l  i s  the 

only orientat ion task the human can perform w i t h  the vest i -  

gular system as sole input sensor, The presence of motion 

cues i n - a  s w p l e  compensatory control task provides the 

operat'or w i t h  infomation which g r h t l y  improves h is  con- 

t r o l  character is t ics .  
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Fig. 6.4 Describing Function of the Human Operator in Motion 
Mode. Rotation with Respect t o  the Gravity Vector 
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CHAPTW VI1 

VISUAL AND VESTIBULAR CONTROL OF AN UNSTABLE SYSTEM 

I n  Chapter V I ,  simple manual control systems were 

investigated and "describing functions" fo r  the human opera- 

t o r  were presented. There, a substant ia l  difference i n  per- 

formance of the operator was found when systems with visual  

input only were compared with systems with motion inputs 
I 

o r  visual  and motion inputs. For ident ica l  system para- 

meters, the describing function of the operator measured 

with motion inputs exhibits large reduction of phase l a g  

r e l a t i v e  t o  the charac te r i s t ics  obtained vdt la a fixed base 

simulation. Th i s  observation, which is an indication of the 

compensation capabi l i t i es  of the human, was a t t r ibu ted  main- 

l y  t o  the rate information the operator receives from his 

vest ibular  sensors, The r e su l t s ,  although convincing, did 

not es tab l i sh  quant i ta t ive comparison of the lead compensa- 

t i o n  a b i l i t i e s  of the operator re la ted  t o  the nature of in- 

puts  he perceives. 

By experimenting w i t h  contsol s i tua t ions  involving un- 

stable systems, i n  which the operator had visual  o r  motion 

inputs o r  both, it was hoped t o  I so l a t e  and ident i fy  h i s  

compensation charac te r i s t ics ,  



7.1 COMTROL OF AH UNSTABLE SYSTEM 

'7.1.1 Method 

The control of the deviation from the ver t ica l  of a 

moving base flight s i su la tor  (see Appendix A) driven about 

i ts  r o l l  axis, simulated a single-axis compensatory track- 

ing task fo r  the hman operator. 

w e e  control s i tuat ions,  1) visual,  2) Hotion, or  

3) combined visual and motion, were studied fo r  Ident ical  

external loop charac te r i s t ics  as i l l u s t r a t e d  in Fig. 7.1. 
For the visual  e-eriments the subject was outside the sim- 

l a to r ,  seated 10 f ee t  away from it. A reference marker, 

mounted horizontally on the moving cab, aided the operator 

i n  judging any tilt of it with respect t o  the laboratory 

background. For the motion experiments, the operator w a s  

forced t o  u t i l i z e  the sensing capabi l i t i es  of the vestibu- 

lar system and the pressure sensing t a c t i l e  sensors t o  con- 

t r o l  o r ien ta t ion  t o  the va?t ical .  The subject was seated 

i n  the moving cab, strapped t o  h i s  chair ,  w i t h  head suppor- 

ted and fixed i n  order t o  control inputs t o  the vest ibular  

mechanism, 

proof hood, no instruments were used inside the cab and the 

in t e r io r  was not lighted. The subject was seated and sup- 

The simulator cab was covered with a light 

ported i n  a s i m i l a r  manner f o r  the combined visual  and mo- 

t i o n  cues study except that the cab hood was removed. 

Crossed horizontal  and vert ioal  reference l i nes  were taped 

t o  the laboratory w a l l  facing the simulator, a t  subject ' s  

eye leve l  and a t  a distance of  10 feet. 
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The reference or ientat ion was the ver t ica l ,  and the 

operator was instructed t o  maintain t h i s  or ientat ion fo r  a l l  

the experirnepts, No external input signal (disturbance) was 

fed in to  the  control loop. Control of self-induced e r ro r s  

with unstable controlled elements Imposes suf f ic ien t  d i f f i -  

cu l ty  and challenge f o r  the operator. 

The simulated controlled element, was of the form 

representing an undamped inverted pendulum, 

d iscre te  values of 0.5, 1, 2, 3, 4, and 5, where higher ad 

represents a more d i f f i m l t  element t o  control because of  

f a s t e r  divergence of the  system, 

constant value A = 2, f o r  a l l  experiments. The operator 

BD * took the 
d 

The gain A was s e t  a t  the  

exercised acceleration control on the system with a l ight,  

spring-restrained s t ick .  

maximum t r a v e l  of &45'/sec2, thus having maximum spec i f ic  
2 2 torque capabi l i ty  (Awd i n  the range of *45O/sec up t o  

+45OQ/sec2 depending upon the system charac te r i s t ics  ; 

greater  control power associated with more divergent systems. 

The control s t i c k  was l i n e a r  with 

The f l i g h t  simulator was driven as a posit ion.servo 

about i ts  r o l l  axis. Its dynamics up t o  one cycle per sec- 

ond can be described as a time delay (e and a re  neglec- 

ted fo r  the purpose of t h i s  investigation, 



Three subjects with previous tracking experience were 

used i n  these experimental ser ies .  They were t ra ined i n  

control of the simulator i n  the visual and motion mode f o r  

one half hour during which t h e i r  performance was monitored. 

After reaching a r e l a t ive  plateau of proficiency, f i ve  scor- 
2 ing runs f o r  each value of U+J i n  ascending order, were re-  

corded. The runs were 90 seconds long, taken after a 30- 

second "warm-up" period, Resting periods of a t  l e a s t  90 

seconds were allowed between consecutive runs. 

7.1.2 Results 

The simulator r o l l  angle (deviation from the ve r t i ca l )  

and control s t i c k  output (human operator response) f o r  each 

run were recorded on magnetic tape and paper recorder. In- 

spection of t h i s  data reveals some obvious charac te r i s t ics  

of the control loop, 

The tracking record shown i n  Fig. 7.2 was taken f o r  

Changes in visual control tracking conditions a t  = 2 ,  

t he  divergence frequency o r  tracking conditions primarily 

2 

a f fec t  t he  error amplitude. 

The deviation from the ve r t i ca l ,  shown as the  upper 

t race  of the  recording, points to the f a c t  that the opera- 

t o r  maintains good control of the system. No uncontrollable 

divergence i s  found, and when excess deviation develops, t he  

system can be brought under control by t h e  operator. 

low frequency osc i l l a t ions  observed are charac te r i s t ic  f o r  

the  loop, This system behavior is suf f ic ien t  evidence that 

I 

The 
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the  human operator develops compensation needed t o  stabi- 

l i z e  the  loop. 

The operator * s control movements represented by the  com- 

mand accelerations shown i n  the lower t racing of the record 

are of the bang-bang type, with no indicat ion of f i n e  cor- 

rect ions around the zero level,  despite h i s  exercige pf 

control through a l i nea r  s t ick.  This response of the opera- 

t o r  i s  of d i s t i n c t  non-linear nature resembling the output 

of a re lay  o r  +mode switch. The t o t a l  s t i c k  t r a v e l  is  

kept approximately constant with controlled element varia- 

t ions,  Indicating a l i nea r ly  increasing speoif ic  torque 

related t o  ad . 
I 

2 

Examination of the tracklng records i s  r a the r  reveal- 

ing. The lead compensation capabi l i ty  of the operator is  

well demonstrated by the s t ab i l i t y  of the closed loop. It 

is also noted that the human operator i s  adapting t o  the d i f -  

f i c u l t  control task by resort ing t o  a fa i r ly  non-linear out- 

put. The on-off or bang-bang response of the operator under 

these conditions can be considered an independent feature 

of h i s ,  rather 

cont ro l le r  

7.2 AN ON-OFF 

than being forced t o  use it by design of the 

MODEL FOR THE HUMAN OPERATOR 

The analog description of the hum+ operator should 

preserve the nature of h i s  control mode (linear, bang-bang) 

along with a presentation of equivalent electro-mechanical 

networks. By v i r tue  of t h i s  method, engineering analysis 
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of loop behavior w i l l  resemble the actual control s i t ua t ion  

i n  overal l  performance and i n  addition w i l l  allow simula- 

t i on  of expected human response. 

In  view of  t he  control loop charac te r i s t ics  j u s t  dis- 

cussed, an on-off model f o r  the human operator might be con- 

sidered, Since the major contribution of the operator is 

the provision of lead equalization, a model such as given 

i n  Pig. r7.3 may be a suf f ic ien t  description of the human 

operator, Here he is  assigned a react ion delay, and permit- 

ted  t o  generate lead, but i s  r e s t r i c t ed  t o  three output 

levels, 

t r iggering of' the switch. 

control model and second order controlled element a re  amen- 

able t o  analysis i n  the phase plane, lrC4,@ me representa- 

t l o n  i s  one o f  a control ler  whose nature is known, but i t s  

associated charac te r i s t ics  ( r a t e  canpensation and delay 

A remnant term ~ ( s )  accounts f o r  uncertainty in 

With no disturbance, the on-off 

time) have t o  be determined. 

by the switching lines, the locus of r o l l  angle arid r o l l  an- 

gular veloci ty  (e r ror  and e r ro r  r a t e )  a t  which the operator 

This information i s  provided 

would switch po la r i ty  of his command, 
I - 

To use phase plane f o r  data analysis, the recorded 

data fo r  each run was converted t o  d i g i t a l  form and proces- 

sed i n  an IBM 7094 computer where smoothed e r ro r  ( e )  and 

e r ro r  rate (G) were computed, 

on the e-& plane, picking up at  the point (-3.8,O) and last- 

ing f o r  approximately 10 seconds, i s  shown i n  Fig. 7.4 Mo- 

An experimental t r a j ec to ry  

A 

t i c e  the  general shape of the t raJec tor ies  centered about 
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regions near the  or ig in  and leading t o  a l i m i t  cycle type 

of behavior. 

After computing the e r ro r  and error r a t e ,  the  computer 

searched the record of the s t i c k  posi t ion fo r  s ign changes 

and defined those as switching points. It was found tha t  

only a small percentage of t rans i t ions  were t o  the zero 

l eve l  (6 per cent); also the average time f o r  cmple t ioa  of 

a t r a n s i t i o n  is of the order of 0.4 sec. On the  basis of 

these findings, two assumptions were made f o r  future analy- 

sis: 1 )  t h e  human operator behaves l i k e  an ideal relay, 

and 2) 

ded switching l ines .  

his charac te r i s t ics  me described by a set of inten- 

An intended switching l i n e  is a locus representing 

switching points where the operator intended t o  switch 

(about 0.4 sec before the ac tua l  torque reversa l ) ,  If h i s  

control act ivat ion were that of an idea l  relay, the control 

torques would have reversed along th i s  locus, The intended 

switching l i n e s  together with the spec i f ic  torque leve ls  

completely define the: model f o r  the human operator i n  t h i s  

control loop, 

A least squares curve f i t  was used t o  approximate re- 

gression l i n e s  i n  the second and fourth quadrant f o r  the in- 

tended switching l i n e  coordinates. 14’ First order and second 

order polynomials of e and 5 were fi t ted,  w i t h  the c r i t e r i a  

fo r  acceptance based on the value of X 2 ( c h i  square) dis- 

t r ibu t ion .  With significance of one per cent o r  better, the 

straight l i n e  regression was found t o  be suf f ic ien t  repre- 



sentation of the intended switching l ines.  The parameters 

of the  intended switching l ine,  i t s  slope and intercept 

with the 6 axis, are s ignif icant  in terms of the proposed 

on-off model f o r  the hwnan operator. For controlled ele- 

ment dynamics of pure inertia, the switching l ine8  equation 
68 is: 

where TL is the lead equalization tlme constant and T is  
the dead time delay, The use of th is  equatlon is a j u s t i -  

f i e d  approximation since the dynamics of the loop f o r  t h i s  

s e r i e s  of experiments resenble thoae of a pure i n e r t i a  

when small r o l l  angles are considered. The intended switch- 

ing l i n e s  are the straight l i n e s  shown i n  Fig .  7.4. 

these Intended switching l i n e s  one observes that the opera- 

t o r  was indeed using lead compensation and that a dead time 

delay breaks the switching l i n e  into two segments which do 

From 

not pass through the origin. However, calculation of theo- 

r e t i c a l  t r a j ec to r i e s  based on a switching model f o r  the 

operator requires the use of the e f fec t ive  switching l i n e s  

rather than the intended switching j u s t  discussed. The 

effect ive ewitching l i n e s  are shown i n  Fig, 7.5 and a re  

computed from the intended switching l i n e s  by advancing the 

switching points along the phase p o r t r a i t  by 0.4 sec3from 

the  intended switching l i n e s  previously calc*alated, This 



e 
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Fig. 7 5  Calculated Phase Portrait and 
Switching Lines 



advance represents the average distance the system has pro- 

gressed along i ts  t ra jec tory  from the time of the beginning 

of a control t r ans i t i on  unt i l  t h i s  reversal  was completed, 

A theore t ica l  tra3ectory starting a t  the point (-3.8,0) as 

i n  the experlmental t ra jec tory  of F i g .  7.4, and calculated 

on the basis of the effect ive switching l ines ,  i s  shown, 

superimposed on these switching l i n e s  i n  the phase plane, 

of  Fig, 7.5, The resemblance of the two t r a j ec to r i e s ,  both 

i n  s i ze  of the approximate l i m i t  cycle and general shape, 

provides encouraging support f o r  the use of an on-off model 

f o r  the human operator in t h i s  control s i tuat ion.  

Note the conceptual difference between the switching 

l ines ,  The intended switching l i n e  is charac te r i s t ic  of 

the human operator and h i s  model representation. It speci- 

f ies  the lead equalization time constant the p i l o t  w i l l  u t i -  

l i z e  i n  a given control s i tua t ion ,  On the  other hand, the 

e f fec t ive  switching l i n e  is a curve dependent upon the con- 

troPled element and the operator's control actions. Due t o  

an average lag i n  executing his decision t o  reverse polar- 

%ty of control, the p i l o t  w i l l  al low the system t o  t rave l  

up t o  the e f fee t ive  switching l i n e  before a complete torque 

reversal  is  achieved. It i s  obvious then that the locus of 

effect ive switching points w i l l  vary with the dynamics of 

the controlled system, 

The s t a t i s t i c a l l y  f i t t ed  l i n e s  can be compared t o  the 

theoret ical  equation (Eq. (7*1)) and values of lead time con- 

s t an t  and dead time delay are evaluated, 



The mean slope and the mean intercept  f o r  each ad and 

each experlmental condition were computed and t e s t ed  f o r  one 

per cent significance by the difference of matched pairs 

test  . 1403141 These s t a t i s t i e a l  t e s t s  were evaluated f o r  

d i f fe ren t  values of ad under the same tracking conditions 

(vigual, motion, o r  combined) and fo r  similar values of ad 

among the three classes of  oontrol, The slope of the in- 

tended switching l ine ,  - TL’~) i s  an indication of the amount 

of lead equalization introduced by the human operator; the 

smaller the slope, the la rger  the phase lead. The r e s u l t s  

of t h i s  computation are given i n  Fig, 7.6. The value of T 

computed from Eq. (7.1) was 

0 0gg-C~ S 0.11 

fo r  a l l  the  conditions tes ted  i n  th i s  ser ies .  

The intended leadequalization provided by the human 

operator under various sensing combinations i s  important i n  

i t s  absolute magnitude as well as Its relative values. For 

visual  control, the trend i s  for  less lead compensation w i t h  

increasing (ud (d i f f icu l ty  of control). On the contrary, the 

vest ibular- tact i le  control produces more and more lead, as 

needed by the system fo r  an increase i n  tod. 

easy controlled elements (ad< I) the vest ibular- tact i le  

For r e l a t i v e l y  

lead term is less than that found w i t h  pure visual  control 

It might be expected,then, that combined visual-motion con- 

t r o l  w i l l  be the best combination of sensing capabi l i t i es  

both f o r  low and high values of ad as i s  generally found i n  

Fig. 7.6 
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The lead equalization, aside f r c s n  i ts  requirement f o r  

s tab i l iza t ion ,  i s  a l so  an indication of the expected per- 

formance of the overal l  loop. If ms e r r o r  is chosen as the 

perfomnance c r i te r ion ,  the control w i t h  motion sensing 

should be superior t o  the visual one f o r  d i f f i c u l t  control 

s i tua t ions  and the combined control would be the best for  

the whole range of divergence frequencies. 

sented i n  Pig, 7.7 closely support the lead equalization 

data. It i s  found that f o r  every control s i tuat ion,  the m s  

The r e s u l t s  pre- 

e r ro r  increases w i t h  divergence frequency due t o  the in- 

creasing d i f f i c u l t y  of the control task. The m s  e r ro r s  

recorded with vislual control exceed by far those taken f o r  

motion tracking, when the divergence frequency is  increased 

beyond ad = 1. 

maintains somewhat lower rms er ror  than that scored w i t h  the 

vestibtrlar sensors only, and is able t o  extend the control- 

lable range of divergenoe frequency t o  ad = 2.25, 

With combined sensing, the human operator 

The information on the human operator provided by the 

on-off model is useful i n  determining the  overal l  loop sta-  

bility and behavior, I n  Fig. 7.2 a l i m i t  cycle of 1/4 t o  

1/3 cps w i t h  rather constant amplitude of  about 1' is ob- 

served. The theore t ica l  t ra jec tory  in Fig. 7.5, computed 

f o r  the same experimental conditions (visual  tracking, ad+) 

points t o  a limit cycle with parameters similar t o  the 

measured ones. The limits of control reached by the opera- 

t o r  at  high ad a re  predictable too on the phase plane. For 

1 

t h i s  unstable region, la rge  portions of the e f fec t ive  



- 
CT 6.0 
Q, 
U 
W 

L. 

‘z 4 .0  
L 
w 
v> 
2 
E 2.0 

---- Visual  
Vest i bu I a r 

-.- Combined I 
I 
I 

c 
I 
/ 

/ 

0.5 I .o I .5 2 .o 2. 
Divergence Frequency 

F i g .  77 R M S  Error for Control o f  
I n v e r t e d  Pendulum 



switching l i n e s  l i e  i n  the first and third quadrant; thus 

the operator i s  adding energy t o  the system contrary t o  the 
*, 

reqpireaaenta. 

7.3 DISCUSSIObl 

The ser lea  of experiments Just  described were i n l t i a -  

ted with the specif ic  intent ion of demonstrating the con- 

t r ibu t ion  of man's motion sensing abil i t ies in control of 

vehicle motion. The acceleration sensors of the vestibu- 

l a r  system have been shown previously t o  be a channel of 

information with a reaolution depending upon the thresholds 

of perception. Therefore, the lead compensation capabili-  

t ies  w i t h  vest ibular  sensing should be superior t o  those of 

the visual  system in which d i rec t  seneing of veloci ty  is 

a secondary function. 

The experimental reaul t s  support the observation about 

the ro l e  of the vestibular sensors in control s i tuat ions 

where the lead compensation is esrsential f o r  stable closed 

loop performance. The rms error, as a alngle scoring indi- 

cator, i s  ala0 a signif icant  description of the control 

u t i l i z a t i o n  of the vest ibular  sensors by the operator. 

a system with low divergence, the response i s  sluggish and 

er rors  of ten do not exceed the threahold of the human sen- 

For 

sors. The system error for these conditions wi l l  be large 

fo r  motion sensing, compared with the f ine  resolut ion oapa- 

b i l i t l e a  of visual  cofrtrol. 
&. 

With d i f f i c u l t  crontrsl tasks, 

where adequate r a t e  information is required, the system 



response fa l l s  w e l l  within the frequency range of the vest i -  

bular sensors and the  operator 's  control i s  improved as 

re f lec ted  by the values of the  m s  er rors ,  

The experimental r e s u l t s  merit some comments on fixed 

base versus moving base simulation, It was shown here tha t  

t h e  visual system i s  inadequate f o r  vehicle control i n  

or ientat ion tasks w i t h  high lead compensation requirements. 

These systems are  highly osci l la tory,  they diverge fast and 

i n  general are controlled, w i t h i n  a region of marginal sta- 

b i l i ty ,  t o  a llalit cycle, S t ab i l i t y  cannot be achieved un- 

der those conditions without adequate rate information. 

Consequently, control qual i ty  deter iorates  rapidly whenever 

the human operator i s  deprived of his  natural  sensation of 

motion. According t o  the experimental r e s u l t s  presented 

here, it can be stated that  f o r  missions where lead compen- 

sa t ion  is  a needed control charac te r l s t ic  of the operator, 

moving base slmulation w i l l  prove t o  be an eas ie r  task and 

closer t o  r e a l i t y  than fixed base simulation. 

The proposed on-off model f o r  the  human operator and 

i ts  analysis i n  the phase plane demonstrate the poten t ia l  

of t h i s  approach fo r  a wide c l a s s  of control s i tua t ions  

usually referred t o  as limits of control of t he  operator. 

The controlled elements i n  these s i tua t ions  are generally 

ones for  which f ine  minor contra1 about the reference is  

e i the r  not possible o r  not necessary. Such systems will 

typical ly  exhibit  a steady s t a t e  limit cycle and the per- 

formance of the closed loop i s  of ten determined by the * ?  
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amplitude and frequency of the terminal l i m i t  cycle, When 

a human operator i s  cal led upon t o  control such an element, 

h i s  task w i l l  aorrespond t o  that  of establishing a limit 

cycle which keeps the e r ror  within allowable bounds. It is 

not surprising therefore t o  f ind  tha t  the human uses a bang- 

bang mode i n  order to aohieve t i g h t  control of the system 

while permitting some inevitable limit cycle. For the type 

of system discussed i n  these experiments, the limit cycle 

can r e s u l t  from the subject's inabi l i ty  t o  sense the t rue  
I 

reference or ientat ion accurately, as well as from h i s  in- 

ab i l i ty  t o  a&e control corrections without any delay, 

The analyt ic  approach described here indicates how the 

system performance may be predicted on the basis of an 

on-off model f o r  the operator and i ts  associated switching 

l i n e s  on the phase plane, 



CHAPPER VI11 

coEIcuTsIo~s 

The object of this thesis was to investigate the con- 

trol engineering characteristics of the vestibular system 

and the use of motion information by the human opepafor. 

This was an effort to extend the mathematical models of 
the operator to include the description of the role of the 

vestibular sensors An dynamic space orientation. 

A general model of the human operator distinguished 

among sensors, control and compensation, and output. The 

thesis concentrated both on some 

and some of his system characteristics. At the sensory 

end, mathematical models were presented for the charac- 

teristics of the vestibular system and the eye movement 

control system. In control and compensation, the man's 

non-linear performance and his control abilities with com- 

I t  components' of the human 

patible and incompatible muxtiple inputs were examined. 

Finally, in closing the loop through the dynamics of the 

controlled vehicle, the trknsfer functions of the operator 

with and without motion_-inputs were measured. 
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8.1 SYSTIBI 

The investigation of  the vestibular system was an 

effort to establish control descriptions of its sensors. 

The dynamic characteristics of the vestibular sensors, the 

semicircular canals and the otoliths were represented by 

simple matjxmatical models Spatial orientation, as 

sensed by the vestibular system, was analyzed with respect 

to objective motions of the vehicle. 

m e  semicircular canals are known to be heavily 

damped, angular accelerometers. Consequently, they respond 

as angular velocity meters over the frequency range from 

0 0 2  cps to about 1.5 cps. The thresholds of perception of  

angular acceleration are Q1b0/sec2 for rotation about the 

Yh(Yaw) axis sori 0.5O/sec2 about the %(Roll) axis. 

similar value of threshold (L5'/sec2) is presumably valid 

for rotation about the Zh(Pitch) axis. 

A 

The otoliths are planar linear accelerometers sensi- 

tive to the specific force applied to the skull. Statically, 

they measure head orientation with respect to the apparent 

vertical quite accurately. This sense of orientation to 

the vertical is modified by habituation during prolonged 

stay in tilted positions. Dynamically, the otoliths func- 

tion as linear velocity meters for motions with frequencies 

within the range 0.016 cps too= cps. 

Perception of linear accelerations is about0.005g in the 

plane of the otoliths. 

The threshold of 



The mathematical models f o r  the semicircular canals 

and the o to l i t h s  are summarized i n  Pig, 8.1. Each sensor 

model consists of a l i nea r  second order portion followed 

by a non-linearity corresponding t o  the threshold of per- 

ception. This overal l  model of the vestibular system is 

an engineering description of the  motion information per- 

ceived by the human, A "specification" summary f o r  the 

vest ibular  sensors i s  given i n  Table 8-1. 

8.2 THE EYE MOVEMENT CONTROL SYSTEM 

Eye movements a re  controlled with respect t o  a ta rge t  

o r  reference by a multi-input control system. A program of 

experiments showed that the horizontal eye movement control 

system s t ab i l i zed  the eye i n  the presence of body and head 

rotations.  T h i s  s t ab i l i za t ion  i a  within &$&5' f o r  frequen- 

c i e s  up t o  2 cps. Three sensory systems, the vest ibular  

system, the neck proprioceptors and the eye i tself  (by 

visual  tracking), were considered t o  par t ic ipa te  i n  the  

control system, Compensatory eye movements were ident i f ied  

i n  response t o  stimulation of the neck proprioceptors and 

described by a lag-lead t ransfer  function. The compensa- 

to ry  eye movements resu l t ing  from neck proprioception and 

those a t t r i bu ted  t o  the vest ibular  system were found t o  

obey superposition, indicating l i n e a r i t y  of the control 

system. The control system is  shown t o  receive rate infor- 

mation from the neck proprioceptors a t  low frequencies (up 

t o 0 1  cps) and from the vestibular system i n  an overlapping 

intermediate range of frequencies (0.02 cps t o  4.0 cps). 
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8,3 CONTROL OF VEHICLE ORIEN!CATION 

The ro le  of motion inputs t o  the human operator was 

investigated i n  simple vehicle or ientat ion control systems. 

The control charac te r i s t ics  of t h e  human I n  stable and un- 

s tab le  systems were compared under three modes of operation: 

visual,  motion, and combined, The task was single axis 

compensatory or ientat ion of a vehicle simulated by a single 

integration, reportedly the optimum dynamics f o r  the human 

operator t o  control, Vehicle control t o  a reference orien- 

ta t ion ,  by motion cues only, was found Impossible with the  

so le  exception of control of or ientat ion t o  the ver t ica l .  

I n  general, the  phase lag  a t t r ibu ted  t o  the operator was 

s igni f icant ly  reduced when controll ing w i t h  motion cues OP 

corrmblm-d visual-motion inputs, compared t o  control w i t h  

v isual  input only. 

!t%e lead compensation the human can generate was a l so  

measured i n  a d i f f i c u l t  compensatory task controll ing an 
unstable system. The operator's control charac te r i s t ics  

i n  t h i s  loop were d i s t i n c t l y  non-linear. 

model of the  operator was proposed and analyzed i n  t h e  phase 

plane ans used t o  predict  experimentally determined l i m i t  

cycles. 

A bang-bang 

Performance of the operator w i t h  motion cues shows 

s igni f icant  inlprovement over control s i tua t ions  with visual 

input only, Motion cues extend h i s  a b i l i t y  t o  s t a b i l i z e  

unstable systems near the limit of cont ro l lab i l i ty ,  
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In summary, the vestibular sensors play a very slgnl- 

ficant part In providing rate information to the human 

operator in a closed loop system of vehicle orientation. 



APPENDIX A 

ANY-TWO-DEGREES OF ANGULAR FREEDOM MOTION SIMULATOR 

The NE-2 motion simulator, shown i n  F i g .  A . 1 ,  was 

b u i l t  by Ames Research Center, NASA. 

simulator i s  mounted on two gimbals. The orientat ion of the 

gimuals and the mounting of the cab inside the gimbals may 

The moving cab of the 
- 

be varied t o  allow simultaneous ro t a t ion  of the cab about 

any two perpendicular axes. When operated as a single 

ax i s  motion slmulator, the inactive gimbal is  locked. 

Each gimbal of the simulator i s  driven as a D,C. posi t ion 

servomechanism by an e l e c t r i c  amplidyne-motor s e t .  The 

motion simulator was modified a t  the Man-Vehicle Control 

Laboratory to  adapt it t o  the required angular acceleration 

leve ls  f o r  s tudies  of the vestibular system, 

The motion charac te r i s t ics  of the simulator i n  the 

Rol l -Yaw mode are: 
0 Maximum ro ta t ion  - Yaw - k35 

Roll = 2360' 

Maximum angular velocity - Yaw - 2 rad/sec 

R o l l  - 8 rad/sec 
2 Maximum angular acceleration - Yaw - 10 rad/sec 

Roll - 15 rad/sec 2 



164 

Maximum angular acceleration noise - 
Yaw - 0.lo/sec2 

Roll - 0.05°/sec2 

The dynamics of the slmulator can be approximated to 

a pure dead time delay, e -o'ls in Roll and e -0*15s i n  Yaw. 

The bandwidth of both servo loops is  flat to 2 cps. 
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APPEaDIX B 

LIMEAR HO!PION SJMTJLA!’FOR 

The l inea r  motion sirnulator, b u i l t  a t  M.I.T., 152 is  a 

carriage which can be driven along a 32 foot  horizontal  

track. 

concrete laboratory floor.  Its lateral movement i s  reduced 

by two t e f lon  runners, which straddle a guide ra i l .  The 

carriage i s  driven along the t rack with a spring-loaded 

eontlnuous s t e e l  cable. The l inea r  motion simulator is 

!Phe carriage has four rubber wheels running on the 

driven as a posi t ion servomechanism by a hydraulic valve 

energizing a hydraulic motor. 

The performance parameters of the simulator are: 

M a x i m u m  t r ave l  - 32 f e e t  

Maximum constant acceleration -0,3g 

Minimuen &onstan* acceleration - 0.0038 t o  O.OO5g 

Bandwidth - P.C. f l a t  t o  0.9 cps 
Dynamics - approximately e ‘ a m  

Lateral and ver t i ca l  vibrations of the carriage along the 

t rack  do not exceed 0.01g. 

!he carriage I s  covered with a light-proof cardboard 

s t ructure .  The subject is seated on a chair  which can be 

adjusted from 90’ s i t t i n g  t o  supine. 
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Fig. B.2 The Interior o f  the Linear Motion Simulator, 



APPENDIX C 

ANATOMY OF THE NECK - ROTATION7' 

Rotation of the  head with respect t o  the trunk is  a 

coordinated e f f o r t  of a number of jo in ts  and muscles. The 

head ro t a t e s  about a ve r t i ca l  axis on a pivot jpint .  

dens of the axis vertebrae are a pivot around which the 

atlas rotates. These are the atlanto-axial  j o i n t s  which 

form a sealed capsule-containing a viscous f lu id  cal led 

synovia. The atlanto-axial  j o in t s  are three: 1) the two 

lateral atlanto-axial  Joints  together w i t h  the ligamentum 

The 

flomrm i n  back and pa r t  of the longitudinal ligament i n  

f ront ,  form the jo in t  cavity which encloses the space 

between the atlas and the axis vertebrae; 2) the median 

atlanto-axial  j o in t  is  the pivot j o in t  between the dens 

of the axis and the  r ing  i n  the atlas. 

Simultaneous movement of a l l  the three atlanto-axial  

j o in t s  must occur t o  allow the  ro ta t ion  of the atlas and 

the skull with it upon the axis ,  

head is limited t o  about 150'. 

these movements are the Bbliquus capitus infer ior ,  the 

Rectus capitus posterior major and the Splenius capitus 

of  one side, acting with the Sternocleidomastoid of the 

Th; angular t r ave l  of the 

The muscles which produce 



other side. Note that  ro ta t iona l  motion of the head is 

Induced by three muscles running along the back of the  

neck, counterbalanced by the Sternocleidomastoid muscle 

which contours the side of the  neck. The nerves act ivat ing 

the muscles involved i n  ro ta t ion  of the head branch from 

the cervical  plexus, and are believed t o  be f o r  proprio- 

ception. 



APPENDIX D 

MEASUREMENT OF DESCRIBING FUNCTIONS FOR THE HUMAN OPERATOR 

The characteristics of the human operator in simple 

compensatory manual control systems can be described by a 

quasi linear describing function. 128 This approach is based 

on the notion that the operator's performance reaches 

stationary after learning the control task. Since the 

Inputs to the system are in general random of "random 

appearing fLZnctionsl'J the human cannot predict their time 

pattern, Consequently his characteristics in these manual 

control systems are assumed to be stationary, when measured 

over a lirnited period of operation. I 
l 

The quasi-linear control characteristics of the human 

operator consist oft (1) a describing function, linearly 

correlated with the system input; and (2) a remnant which 

is uncorrelated with the system input. This description of 

the operator's performanue in compensatory control systems 

is one generally used and is analyzed extensively by McRuer 

and Krendel. 

The most common techniques of describing and analyzing 

stationary signals are by correlation f'unctions and power 

spectral densities. The power spectral densities which are 
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measurable in a compensatory manual control system a re  the 

following: 

?&(a) = input power spec t ra l  density 

QC,(os) = operator'  8 response power spectral  density 

6ie(co) = cross power spec t ra l  density of input and 

Bic(a) = cross power spec t ra l  density of input and 

I 

system e r ro r  

operator 's  response 

Since by def in i t ion  the remnant is  uncorrelated with 

the system input, one obtains the following equations: 

where Y (ja) = the describing function of the human opera- P 
t o r ,  and 

Yc( 30) = controlled element transfer function, 

A division of IQ. (D.2) by Eq. (Del) w i l l  y ie ld  the descri- 

bing fhnction of the human operator as: 

Note the drlfference between the method of measuring 

the operator 's  describing function here and the' standard 
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evaluation of t r ans fe r  functions i n  l i nea r  systems, If the 

human d id  not i n j ec t  a remnant term NC(jw), h i s  t ransfer  

function could be measured as: 

where gee = system e r ro r  spec t ra l  density and 

geC = cross spec t ra l  density of system e r ro r  and 

operator 's  response. 

However, both these spec t ra l  densi t ies  contain the e f f ec t  

of the remnant output, Thus, they are  not valid estimates 

of  the describing function. This d i f f i c u l t y  is  overcome by 

cross-correlating the signals i n  the system with t h e  input, 

a process which eliminates the e f f e c t  of the uncorrelated 

remnant, 

Frm the block diagram of Fig, 6, one obtains the 

following re la t ions :  

1 12 

2 m (4 
""C ( D . 7 )  
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l A  

H, (4 = 

'Phe r e l a t ion  H = 

+ 

remnant power spectral  density at the opera- 

t o r ' s  output 

remnant, power spectral  density expressed 

as a closed loop quantity, 
Y, 

l*r P C  
i s  the closed loop describing 

function of the operator measured frm system Input t o  

operator 's  output. Consequently, 

Eq. b.9) lnclicates that the t o t a l  operator power 

spectra  contains two portio-: (1) a p a r t  correlated with 

the system input, and (2) a closed loop noise power injected 

l n t h e  system, The r a t i o  of the spectral  density correlated 

w i t h  the syatem Input to the t o t a l  operator spectra is the 

I 

square of t h e  l i nea r  correlation, . 

Since 

(D.lO) 

( D o l l )  



(D.12) 

The describing function of the human operator can be 

determined from Eq. (D.3) The correlation coefficient 

is evaluated from Eq. (D.12). A value of near unity 

implies that the operator's performance is well accounted 

for by his describing function. 

Y2 
P 

The most frequently used method of measuring describing 

functions is by digital computation. In this method, an 
analog record T seconds long is  sampled d v e r y ~ T  seconds. 

The correlation function and the power spectral density are 

determined from the total M = points. The correlation 

function is evaluated f o r  m lags ofbT. Several considera- 

tions are involved in the use of this method. 

1. The sampled data can have no spectral power at 

frequencies above u+igh where: 

Consequently % 
continuous signal does not have appreciable power. 

has to be a frequency above which the 
igh 

2. Since the spectral density is evaluated at m points 

equally spaced in the range of frequencies 0 - %igh, the 

frequency resolution of the digitally computed, power 

spectral density is: I 

U 
m AT = - (D.14) 
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3. The probable e r ror  of the computed spectral  
density is. 20 

I I 

This e r ro r  is reduced when the spectral  dens i t ies  are  aver- 

aged fo r  N independent computations: 

E =I/' NM 
(D.16) 

Eq. (D.15) indicates  t h a t  m should be a small f rac t ion  of 

M; In  general, use m -0.1M. 
) 

A program, writ ten by the staff of Health Sciences 

Computing Faci l i ty ,  UCLA and made avgilable t o  the author 

by Ames Research Center, NASA, was used f o r  the experimental 

s e r i e s  reported in Chapter VI.  This program f o r  autocova- 

r ience and power spectral  analysis was modified t o  compute 

the describing function of the human operator according t o  

Eq. ( D . 3 ) .  The following parameters were used f o r  the com- 

putation procedure: 
- 

T = 90 seconds 

I 7  T = 0.2 seconds 

M'= 450 points , = y- = 0.1 m 
1 m = 45 lags  

N = 10 
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